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DOUGLAS AIRCRAFT СО. ИК, 
BOE SIXTY баға 


MAINTENANCE MANUAL 


ACCESSORY COMPARTMENTS - DESCRIPTION AND OPERATION 


Poaoription 


Тһе accessory compartnents include electrical/electronie compartments, 
lending gear wheel wells, air-conditioning end cabin compres&or compart- 
mento, and an aft accessory compartment. 


Electronic componente are located primarily in the radio rack in tho aft 
left pide of the flight compartment. Тһе radio rack houses electronic 
components such as flight recorders, transceivers, computers, compasses, 
weather radar, receivers, etc., and is ventilated with cooling air fron 
the passenger compartment air-conditioning system. 


me electrical power center is located in the flight compartment Just aft 
of the flight engineer's station and contains the systems engineer's con- 
trol panal, the EPC circuit breaker panel, equipment panels, control panels, 
switches, and other electricel components used in the various systems of 
the airplane, These panels provide в central location for most of the 
relays, timers, and anplifiers used in the electrical systen, 


‘The main gear wheel welis are located ín the lover segnent of the fuselage 
below the wing center section. The wheel wells house the main landing gear, 
whén retracted, and additional hydraulic system components, such ав reser~ 
voirs, filters, accumulators, pressure gages, pumps, and service panels. 
Тһе inboard wheel weli doors can be opened while the sirplene is on the 
ground for easy access to the hydraulic components. Shields, in each of 
the main wheel wells, protect the ccaponents fron damage in case of tire 
blovout. The shields are hinged for easy access to components in the wheel 
wells. * 


The nose gear wheel vell located in the forward lower section of the fuse- 
lage, houses the nosewheel, when retracted, and other components such as 
control valves, accumulators, and landing lights, and provides access to 
the forward accessory compartment door. The forward nose gear doors can 
de opened for easy access to the wheel vell when the gear is extended, 
‘The main and nose gear wheel wells are equipped with lights controlled by 
в Sviteh located in the externa) pover receptacke panel. 


The cabin compressor compartment is located forvard of the nose gear wheel 
well, the pressurized air-conditioning accessory compartment is located 
aft of the nose gear wheel vell, and the air-conditioning equipment tunnels 
are located on either side of the nose gear wheel well. Тһе compartments 
are below floor level and house the air-conditioning and cabin compressor 
equipment. 


The aft accessory compartment is located aft of the aft lower cargo con- 
partment, forward of the aft passenger compartment bulkhead, and below 
floor level. Тһе compartment contains the pressurized water system tank 
and accessories, toilet waste system lines and valves, cabin air outflow 
volves, tail assembly deicing ducts, and miscellaneous components, 
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8000405 AIRCRAFT СО INC. 


430-8 SIXTY ЗЕЕ 
ВАНИНАНСЕ AANUAL — 


EMERGENCY ~ DESCRIPTION AND OPERATION 


Deseription 


Rwergonoy oquipment ls provided for evacuation, rescue, and flvot old of 
the passengers and removal of cargo and suppression of fires, 


Inflatable-type evacuation slides are 10601304 in the passenger camport- 
ment; one Gt dach passenger entrance door, galley service door, and 

type I emergenoy exit, Fach colide is tnotalled in a container mounted on 
the inside of each door, 814400 at tho type 1 emergency exits auto- 
matically deploy and Inflate when the door ic opened, Slides at the pas- 
songer entrance doors and galley servico doors automatically deploy after 
attaching the slide to the floor and opening the door, The slides then 
are inflated by pulling the inflation handle. 


liferafts are installed in conpartzents in the passenger compartment area, 
The rafts are located in the forward galley drop ceiling area, in stowage 
racks at the overwing exergency exits, in stowage racks at the aft type I 
emergency exits, and an the aft galley drop ceiling area. wo dampers are 
installed on each hinged door in the drop ceiling stowage compartments to 
restrict opening speed. Bungees are installed to close each door when a 
liferaft is reroved. Тһе liferafts are of the 25-пап type and incorporate 
а static line attachrent. 


Escape tapes are installed above the cleerviey windows in the flight come 
partrent and above the oversing erergency exits. The tapes installed in 
the flight compartment are coiled in а container, located above and 
slightly aft of the clearview windows. Тһе end of the tepe is attached 
to the structure inside the container. Tapes installed above erergency 
exits are installed in a container above the stowage rack and outboard 
of the panel. Access to the tape container is by removal of the panel 
above the stowage rack. The overuing tapes are extended for evacuation 
purposes by reroving the emergency door, then drawing the tape from the 
container by pulling on the red-colored exposed end of the tape. Те 
flight compartment tape is extended from the tape container by opening 
the container door and dropping the tape out the clearview window, 


Additional emergency equiprent includes a first-aid kit stowed in the 
stowage rack forward of the aft galieys, lifevests stowed unde n 
passenger and'orew seat, a fire ax stowed in the flight comparti.. 
coatroom, and fire extinguishers stowed in the gelleys and flight compart- 
ment coatroom, Portable oxygen cylinders ere stored in the overhead racks 
for the passengers and in the flight compartment for the crow. 
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DOUGLAS AIRCRAFT CO., НАС, 


SIXTY Заря 
МАЇНИНАНСЕ МАКОМ 


EMERGENCY - DESCRIPTION AND OPERATION 


Dosoviption 


Emergency equipment is provided for evacuation, rescue, and firat aid of 
the passengers and removal of cargo and suppreasion of fires. 


Inflatable-type вувоча оп slides are installed in the passenger compart- 
ment, one at each passenger entrance door, galley service door, and type I 
emergenoy exit. Each elide is installed in a container mounted on tha 
inside of each door. Slides at the type I emergency exits automatically 
deploy and inflate when the door is opened. Slides at the passenger 
entrance doors and galley service doors a itomaticully deploy after attaching 
the slide to-the floor and opening the door. Те slides then are inflated 
by pulling the inflation handle. 


liferafts are installed in conpartaents in the passenger compartment area. 
‘The rafts are located in the forvard galley drop ceiling, in the center 
fuselage drop ceiling, in the aft mid-fuselage drop ceiling, and in the aft 
galley drop ceiling. Two dampers are installed on each hinged door in the 
drop ceiling stowage compartaents to restrict opening speed. Bungees are 
installed to close each door when а liferaft ів removed. ‘he liferafts 

are of the 25-man type and incorporate a statio line attachment, 


Escape tapes are installed ebove the clearviow windows in the flight compart- 
ment and above the overwing emergency exits. ‘The tapes installed in the 
flight compartment are coiled in a container, located above ап slightly 
aft of the clearview windows. Те end of the tape is attached to the struc- 
turo inside the container, Tapes installed above emergency exits are 
installed in a container above the stowage rack and outboard of the panel. 
Access to the tape container is by removal of the panel above the stowage 
rack, me overving tapes are extended for evacuation purposes by removing 
the emergency door, then drawing the tape from the container by pulling on 
the red-colored exposed end of the tape. The flight compartment tape 16 
extended from the tape container by opening the container door and dropping 
the tape out the clearview window. 


Additional emergency equipment includes a first-aid kit stowed in the stow- 
аве rack forward of the aft galleys, lifevests stowed under each passenger 
and crew seat, a fire ax stowed in the flight compartment coatroon, and fire 
extinguishers etowed іп the galleys and flight compartment coatroom, Portas 
ble oxygen cylinders aro stored in the overhead racks for the passengers and 
in the flight compartment for the crew. 
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бе. S0X7V ЭПИ 
MAINTEHANCE MANUAL 


EMEROENCY - DESCRIPTION AND OPERATION 


Doooription 
mergenoy equipment ів provided for evacuation, regouo, and first aid of 
the paasengers and romovol of cargo and suppression of fires.. 


Infiatable-type evacuation slides ave Installed in the passenger coupartaent; 
оће at each passenger entrance door and galley service doors. Each slide is 
installed in а container mounted on the inside of each door. Slides at the 
passenger entrance doors and galley service doors automatically deploy after 
attaching the olide to the floor and opening door. ‘he slides then are 
inflated by pulling the inflation handle. 


lAferafto are installed in conpartsonte in the passenger compartuent area. 
The rafts are located in the forward drop ceiling, in the center drop 
ceiling, end in the aft drop ceiling, Two daupers ато installed on each 
hinged door in the drop ceiling stovoge compartments to restrict opening 
speed, Pongses are installed to close each door when a liferaft is removed, 
The Liferafts are of the 25-man type and incorporate a static line 
attachment. 


Escape tapes are installed above the clearvies windows in the flight come 
partment and above the oversing erergency exits. The tapes installed in 
the (light compartment are coiled in а container, located above end slightly 
aft of the сісегуіен windows. The end of the tape is attached to the 
structure inside the container, tapes installed above emergency exits 

are installed in a container above the stowage rack and outboard of the 
panel. Access to the tepe container is by removal of the panel above the 
stowage rack. The overving tapes are extended for evacuation purposes by 
теюуіп the exergeney door, then drawing the tape (тол the container by , 
pulling on the red-colored exposed end of the tape. The flight compart- 
ment tape is extended from the tape container by opening the container door 
end dropping the tape out the clearvies window. 


Additional emergency equipment includes a first-aid kit stowed on the shelf 
in the coatroom between the forward lavatory doors, lifevests stowed wider 
each passenger and crew seat, a fire ax stowed in the flight compartment 
coatroom, and fire extinguishers stowed in the passenger compartment and 
flight compartment coatrooms, Portable oxygen cylinders are stored in the 
Overhead racks for the passengers and ín the flight compurtment for the 
стан, 
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EMEROENCY • DESCRIPTION AND OPERATION 


Desoription 


Әлегделсу equipment 10 provided for evacuation, rescue, and Tiret ald of 
the passengers and removal of cargo and suppression of fires. 


Inflateable-type evacuation slides are installed in the passenger compart- 
menty ond at cach passenger entrance door, galley service door and type І 
emergency exit. Fach slide is installed in a container mounted on tho 
inaide of each door, Slides at the type I emergency exits automatically 
deploy and inflate when the door 18 opened. Slides at the passenger 
entrance doors and galley service doors automatically deploy after attach- 
ing the slide to the floor and opening the door, The slides then are 
inflated by pulling the inflation handle, 


Liferafte are installed in compartments in the passenger compartuent aree. 
‘The rafte ave located In the forvard drop ceiling, in the center drop 
ceiling, and in the aft drop ceiling. “Wo darpers are installed on each 
hinged door in the drop celling stowage compartments to restrict opening 
speed. Bungees are installed to close each door when a liferaft із 
removed, The liferafts ore of the 25-кеп type and incorporate a static 
line attachzent, 


Escape tapes ere installed above the clearview windows in the flight com 
partment and above the overving emergency exits, The tapes installed in 
the flight compartment ere coiled in a container, located above and 
slightly eft of the clearview windows. The end of the tape is attached 
to the structure inside the container. ‘Tapes instalted above emergency 
exits are installed in а container above the stovege rack and outboard 
of the panel, Access to the tape container is by removal of the panel 
above the stowage rack. The overwing tapes are extended for evacuation 
purposes by removing the emergency door, then drawing the tape from the 
container by pulling on the red-colored exposed end of the tape. The 
flight compartment tape is extended from the tape container by opening 
the container door and dropping the tape out the clearview window. 


Additional eaergeney equipment includes a first-aid kit stowed on the shelf 
in the coatrooz between the forverd lavatory doors, lifeveste stoved under 
each passenger and ском seat, а fire ex stowed ín the flight compartment 
coatroom, and fire extinguishers stowed in the passenger compartment and 
flight compartment controoms. Portable oxygen cylinders are stored in the 
overhead racks in the passenger compartment for the passengers and in the 
flight compartment for the crew. 
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PER - DESCRIPTION AND OPERATION 


Desoription 


mergenen equipuont 15 provided for evacuation, reacue, end first ald of 
the passengers and renova) of cargo and suppression of fires, 


Inflatable-type evacuation 211405 are installed in the раовапиог compart- 
ments one at each passenger entrance door, galley service door, and type 1 
emergeney exit, Each slide is installed іп a container mounted on the 
inside of each door, Slides at the type I emergency exits automatically 
deploy and inflate when the door is opened. Slides at tho passenger 
entrance doors and galley service doors automatically deploy after attach- 
ing the slide to the floor and opening the door. The slides then are 
inflated by pulling the inflation handle, 


Liferafts are installed in compartments іп the passenger compartment area, 
The rafts are located in the forvard galley drop ceiling, in the center 
fuselage drop ceiling, in the aft mid-fuselage drop ceiling, and in the aft 
galley drop ceiling. Two dampers are installed on each hinged door in the 
drop ceiling stowage conpartuents to restrict opening speed, Bungees are 
installed to close each door when а liferaft is removed, The liferafts are 
of the 28. nan type and incorporate a statie line attachment, 


Escape tapes are installed above the clearview windows in the flight con- 
partment and above the overwing emergency exits. Тһе tapes installed in 
the flight compartment are coiled in a container, located above and slightly 
aft of the clearview windows. The end of the tape is attached to the struo- 
ture inside the container. Tapes installed above emergency exits are 
installed in a container above the stowage rack and outboard of the panel. 
Access of the tape container is by removal of the panel above the stowage 
rack. dne overwing tapes are extended for evacuation purposes by removing 
the emergency door, then drawing the tape from the container by pulling on. 
the red-colored exposed end of the tape. he flight compartment tape Ís 
extended from the tape container by opening the container door and dropping 
the tape out of the clearview window. 


Additional emergency equipment includes а first-aid kit stowed in the stow- 
age rack forward of the aft galleys, lifevests stowed under each passenger 
and crew seat, a fire ax stowed in the flight compartaent coatroom, and 
fire extinguishers stoved in the galleys and flight compartment coatroom. 
Portable oxygen cylinders are stored in the overhead racks for the passen- 
gers and in the flight compartment for the стем. 
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DOUGLAS AIRÇRAH eo, INC. 
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MAINTENANCE MANUAL 


ЕНУЋОРНСҮ - DESCRIPTION AND OPERATION 


Doscription 


Energenoy equipment is provided for evacuation, rescue, and first ald of 
the passengers and removal of cargo and suppression of fires. 


Infletable-type evacuation slides are installed in tle passenger compart- 
Kent, one at each passenger entrance door, galley service door and type I 
emergency exit in the DC-8-60. Each slide is installed in а container 
mounted on the inside of each door. Slides at the type 1 emergency exits 
automatically deploy and inflate vhen the door is opened. Slides at the 
passenger entrance doors and galley service doors automatically deploy after 
attaching the slide to the floor and opening the door, me slides then are 
inflated by pulling the inflation handle. In the DC-8/8F-5) (passenger) 
there are four inflatable evacuation slides in ceiling stowage compartments, 
One above each passenger entrance and galley service door, The DC-8F-50 
(passenger/cargo} has two inflatable slides, опо above each aft passenger 
entrance and galley service door. 


Liferafts are installed in compartments in the passenger compartment area. 
The rafts are located in the forward drop ceiling, in the center drop ceil- 
ing, and in the aft drop ceiling. Two danpers are installed on each hinged 
door in the drop ceiling stowage conpartzents to restrict opening speed. 
Bungees are installed to close each door when а liferaft is removed. The 
liferarts are of the 25-zan type and incorporate a static line attachment. , 


Escape tapes in the DC-8.50 are located above each overving emergency exit, 
above each clearview window in tke flight compartment, and at the forward 
galley service door. ‘The escape tapes in the DC~8F-50 are located above 
each overving emergency exit, above each clearview window in the flight 
compartment, and at the forward passenger entrance door. In the DC-8-60 
the escape tapes are installed above each overving emergency exit and above 
each clearview window in the flight compartment. Тһе tapes installed in 
the flight compartment are coiled in a container, loceted above and slightly 
aft of the clearview windows. ‘The end of the tape is attached to the struc- 
ture inside the container. Tapes installed above overwing emergency exits 
are installed in a container above the stowage rack and outboard of the 
sidewall panel. Access to the tape container in the DC-8-60 is by lowering 
the stowage rack. In the DC-0/8F-50 access to the tape container is through 
access doors in the panels adjacent to the overving emergency exits. The 
overwing escape tapes ere extended for evacuation purposes by removing the 
emergency door, then drawing the tape from the container by pulling on the 
red-colored exposed end of the tape. The flight compartment tape is 
extended from the tape container by opening the container door and dropping 
the tape out the clearview vindov. Е 


Additional emergency equipment includes a first-aid kit stowed on the shelf 
in the controon between the forward lavatory doors, Mifevests stowed under 
each passenger and crew seat, a fire ax stoved in the flight compartment 
coatroc, and fire extinguishers stowed In the passenger compartment and 
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flight compartment for the crew, 
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EMERGENCY - DESCRIPTION AND OPERATION 


Emergency edulptont is provided for evacuation, rescue, ond first вій of 
the passengers and removal of cargo and suppression of fires. 


Inflatable chen-lighted type evacuation slides nro installed in the passon- 
gor compartment; one at eaoh passenger entrance door, galley service door, 
and type Г emergency exit, Bach slide is installed in a container mounted 
on the inside of cach door. Slides at the type I emergency exits auto- 
matically deploy and inflate when the door {в opened. Slides ab the pase 
sengor entrance doors and galley service doors automatically deploy after 
attaching the slide to the floor and opening the door. The glides then 
are inflated by pulling the inflation handle, and automatically illuminate 
ав slide inflates, providing light for evacuation. 


liferafts are installed in compartments in the passenger Compartment area. 
The rafts are located in the forward galley eres, in storage racks at the 
overving emergency exits, in stowage racks at the aft type I emergency 
exits, and in the aft galley drop ceiling area. Two dempers are installed 
on each hinged door in the drop ceiling stowage compartments to restrict 
opening speed. Bungees are installed to сова each door when a Hferaft із 
removed, The liferafts are of the 25-пап type end incorporate a static 
line attachment. 


Escape tapes are instelled above the clearview windows in the flight con- 
partment and above the overwing emergency exits. The tapes installed in 
the flight compartment are coiled in а container, located above and 
slightly ard of the clearview windows. The end of the tape is attached 
to the structure inside the container. Tapes installed above emergency 
exits axe installed in а container above the stowage rack end outboard of 
the panel. Access to the tape container is by renoval of the penel above 
the stowage rack. The overwing tapes are extended for evacuation purposes 
by removing the emergency door, then drawing the tape from the container 
by pulling on the red-colored exposed end of the tape, The flight com- 
partment tape is extended from the tape container by opening the container 
door end dropping the tape out the clearview window, $ 


Additional emergency equipment includes a first-aid kit stowed in the for- 
ward coatroom, and one on the upper equipment panel door of the electrical 
control panel, lifevests stowed under each passenger and crew seat, “а fire 
ax stowed in the flight compartment, and fire extinguishers stowed in the ` 
forward and aft coatrooms. Portable oxygen cylinders are stored in the 
overhead racks for the passengers and in the flight compartment for the 
eren, an emergency radio transmitter is stowed in the flight compartment, 
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EMERGENCY - DESCRIPTION AND OPERATION 


Emergency equipment is provided for evacuation, resouo, and first aid of 
the passengers and removal of cargo and suppression of fires. 


Inflatable-type evacuation slides are installed in the passenger compart- 
ment; one at ench passenger entrance door, galley service door and type Г 
emergency exit. Each slide is installed in a container mounted on the 
inside of each door. Slides at the type I emergency exits automatically 
deploy and inflate when the door is opened. Slides at the passenger 
entrance doors and galley service doors automatically deploy after attach- 
4ng the slide to the floor and opening ths door, The siides then are 
inflated by pulling the inflation handle. 


liferafts are installed im compartments in the passenger compartment area. 
‘the-rafts are located in the forward drop ceiling, in the center drop 
ceiling, and in the aft drop ceiling. Two dampers are installed on each 
hinged door in the drop ceiling stowage compartments to restrict opening 
speed. Bungees are installed to close each door when a liferaft is 
removed. The liferafts are of the 25-man type and incorporate a static 
Tine attachment. 


Escape tapes are installed above the elearview windows in the flight com 
partment and above the averwing emergency exits. ‘The tapes installed in 
the flight compartment are coiled in а container, located above and 
alightly aft of the clearview windows. The end of the tape is attached 
to the structure inside the container. Tapes installed above emergency 
exits are installed in а container above the stowage rack өлі outboard 
of the panel, Access to the tape conteiner is by removal of the panel 
above the stowage rack. The overwing tapes are extended for evacuation 
purposes by removing the emergency door, then drawing the tape from the 
container by pulling on the red-colored exposed end of the tape. Тһе 
flight compartment tape is extended from the tape container by opening 
the container door and dropping the tape oub the clearview window. 


Adáitional emergency equipment includes а first-aid kit stowed оп the shelf 
in the coatroom between the forward lavatory doors, Mfevests stowed under 
each passenger and crew gent, a fire ax stowed in the flight compartment 
coatroom, and fire extinguishers stowed in the passenger compartment and 
flight compartment controons, Portable oxygen cylinders are stored in the 
overhead racks än the passenger compartment for the passengera and in the 
flight compartment for the crew. 


Ап energenoy transmitter and mounting brackets are installed on #3 lavatory ` 
wall in coatroom station (see Figure 1). 
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EVACUATION SLIDES - DESCRIPTION AND OPERATION 


Говор оп 70-8 


In inflatable оуовиа оп slide is installed in а coiling compartment above 
each passenger entrance door and each service door, The evacuation slide 
doors are opened by a pull bar attached to the slide, Tho pull bar becomos 
yisiblo on removal of a cover plate attached by spring сафећав, A nitrogen 
bottle installed adjacent to tha slide compartment aupplies regulated air 
pressure to inflate the slide. 


‘Me evacuation slides are made of neoprene coated nylon, and when inflated, 
form a self supporting, rigid, trough shaped slide. The slide is attached 
to the fuselage by two diagonal straps which are attached above the evasu= 
ation slide door, > 


Description DC-8F 


In addition to the inflatable slides descrited in parsgraph 1, there are 
two non-inflatable slides provided at the Type I Brergency Exits. 


The non-inflateble slides are eccossible through drop-out type slide covers 
located in the bottom of the baggage rack, one on each side of the airplane. 
The nen-inflateble slides are approximately 256 inches long and 56 inches 
wide, tapering to 48 inches wide at the lower end (inner when rolled), 
Stabilizing straps extend up approximately 55 inches from each side of the 
upper end ог the slide, and ere provided with color coded (yellow and green) 
hooks, These hooks remain attached at all times, when slides are installed, 
to color coded (yellow and green) clevis fittings installed within the 
slide compartment. When looking outboard, the yellow clevis will be on the 
right side of the slide cozpartment, and the green clevis on the left. 

"hen the slide is properly installed, the yellow hook is attached to the 
yellow clevis and the green hook is attached to the green clevis, The 
slides and slide containers may be гепоуей when not required for specific 
types of operation, 
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EVAQUATION SLIDES - MAINTENANCE PRACTICES 


1. General 


A. Inflatable evacuation slides are located in containers attached to each 
passenger entrance door, galley service door, and Typo 1 emergency exit, 


в. Inspection/check and packing procedures should be performed in a specially 
prepared area that has a dry, smooth surface free from dirt, grease, and 


abrasive or sharp particles, 


Do not walk on slides, 


WARNING: SLIDES ARE INFLATED BY HIGH PRESSURE GAS (NITROGEN) SUPPLIES, 
HANDLE SbIDES WITH CARE TO PREVENT ШАРУЕВТ ІТ INFLATION, CAUSING 


INJURY 70 PERSONNEL OR DAMAGE TO EQUIPMHIT, 


2. Tools and Equipment Required 


NOTE: Equivalent substitutes nay be used instead of the following listed 


items. 


Item Name Huber Manufacturer Use 
A Масоил Loca! Deflate and inf late 
cleaner slide 
B Truare pliers Install lockrings in 
release device 
e 7 нетожу Local. Cheek slide pressure 
manometer during lesk test 
H Balloons, (2), Local Hold flapper valve 
2-іпеһ, found during deflation of 
slide 
E Shot bags (2) 15 3b min ` local Kol slide for 
А folding 
F Packing paddle local Pack cover flaps in 
(wood) valise 
484-60 Local Plug inflation bottle 


G Safety plug 
(e) 
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outlet valve 


25-60-1 
CODE 1 
Page 201 


dis. ise 
DOUOLAS AIRCRAFT CO., INC. 


00-0 ХГУ SEAIES 
MAINTENANCE MANUAL 


item Name Number Manufacturer Use 
н Test adapter 2038 Pacific Inflat- Adapt deflation valve 
ables Company — to inflate slide 
during leak test 
I Cotton thread b. 1 7/8 Local Safety the slide pull 
ріп 


3, Removal/Installation Evacuation Slide end Container (Sce Figure 201.) , 


А, Remove Slide and Slide Cover (Emergency Exit, Type I) 


WARRING: ТО PREVENT INADVERTENT INFLATION OP SLIDE, HANDLE WITH CARE. 
MAKE CERTAIN THAT ТИРЪАТЮЙ LANYARD IS 107 PULLED DURING 
PROCEDURE, 


(1) Remove evacuation slide cover from the exit door by inserting suitable 
tool into latch slots at botton of cover and lifting latch pins out of 
strikers on floor, 


(2) Disengage hold-in strap from duvor back panel and remove nold-in strap 
from loop in end of slide cover retaining strap. 


(3) Disconnect inflation lanyard Стол backup handle by disengaging lanyard 
from quick disconnect fitting at ring on girt bar. 


(4) Carefully remove inflation lanyard through ring in girt bar. 


CAUTLON: PERFORM THIS STEP WITH EXTREME CARE TO PREVENT IMADVERTEUP 
INFLATION OF THE SLIDE. 50 ПОТ PULL INFLATION LANYARD. 


(5) Release girt bar from floor fittings. 


(6) Holding air bottle, tip slide inward and remove slide from pocket in 
' door, 


В. Install Slide and Container (Emergency Exit, Type 1) 


(1) Make certain that inflation bottle pressure gage indicates 3000 (4300) 
рві. * 


(2) Place slide into pocket in exit door with inflation bottle resting on 
snubber cover, 


(3) Join glove fasterers on slide to door back panel. 
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с, Remove Slide and container (Passenger and Service Doors) 


Q) 


(2) 
3) 


D, Install 83146 and Container (Passenger and Service Doors) 


D) 


(г) 
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Carefully install girt bar into girt bur floor Fittings. 
Placo back wp inflation handle on girt. 


Run inflation lanyard through ring оп givt bar and engago lanyard to 
the quick disconnect fitting on tho backup handle, 


CAUTION: "PERFORM ‘THIS STEP WITH EXTREME CARE TO PREVENT YMADVERTENT 
IWPLATION OF THE SLIDE, 00 HOT РИМ, INFLATION LANYARD. 


Run hold-in strap of slide through loop on end of slida cover retaining 
strap. 


Attach hold-in strap to glove fastener on door back panel. 


Place slide cover into position ensuring the hatch ping are securely 
seated in strikers on floor. 


Push slide cover outboard and insert lip of cover into mating groove оп 
dour, 


NORE; Prior to securing the slide cover, verify the pressure gage is 
proper 17 aligned with viewing window in cover. 


Release spring-loaded camloc fasteners at upper side of slide container 
mounting brackets on door. 


Remove slide container from door. 
Remove packed slide fron container. 


WARNING: 


TO PREVENT INADVERTHIT HIFLATION CF SLIDE, HANDLE WITH САВЕ, 
MAKE CERTAN THAT TUFLATION LANYARD IS HOT PULLED, 


Remove slide container from door and open container, 
NOTE: Outboard side of container should be on bottom. 
Place slide into container with afr bottle at the hinged edge and vie 


NORE: Мако certain entire slide package is within the confines of the 
container and the girt is centered in the conteiner opening, 
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(3) Position square hole in girt around latch and latch pin installed with 
lanyard cable above girt. 


NOTE: Prior to latching coyor, verify air vottle pressure gage is 
properly aligned with viewing window in cover, 


(0) Rotate tab on latch pin until tab acats in tab stop. 


(5) Latch container by pressing down on covor at the center edge above latch 
‘until latch snaps into place, 


(6) Join velero tape on infkation handle to velcro pile on дігі and fold 
girt во handle is within tho crease, 


(T) Place girt bar into stowage clips on container, 
NOTE: ‘Tuck girt under retaining cord at bottom of container. 


(8) Close door, install container on mounting brackets on door apd secure 
eamtoc fasteners, 


(9) Remove girt bar from stowage clips and insert bar into floor fittings, 
Verify fit. ` 


(20) Remove girt bar and stow, 


Ln ^allation Evacuation Slide and Inflation Bottle Emergency Exit. 
во Figure 202.7 


А, Remove Slide and Inflation Bottle from Valise 


(1) Remove packed slide from container and place slide on prepared surface 
with pressure gage facing up. 


WARNING: TO PREVFAT IUADVERTEUT LiFLATION OF SLIDE, BE CAREFUL NOT TO 
PULL FIRING LANCARD, 


(2) Open fasteners on both sides of valise, 
(3) Release pull pins attached to firing lanyard, 
(№) Disconnect firing lanyard quick-disconnect fitting, 


(5) Disconnect flexible hose from inflation bottle valve and insert safety 
plug (AN015-6D) in valve outlet (two outlets on each aft slide, one 
outlet on each forward slide). 


CAUTION; ЗАВЕТ PLUG WILL PREVENT DISCHARGE OF COMPRESSED AIR FROM 
BOTTLE BUT WILL НОТ PREVENT ACTUATION OF VALVE, BE CAREFUL 
WHEY HANDLING INFLATION LANYARD TO PREVENT ACTUATION OF VALVE, 
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(6) Disconnect swivel end of lloxible hose from aspirator valve inlet (two 
inlote on each aft slide, one inlet on each forward slide). Cap ell 
openings to prevent entry of foreign matter. 

(7) Remove cover from release device, 


(8) Remove truare lockrings and separate device, Replace rings 100501у in 
device cavity and roplace cover. 


(9) ede around inflation bottle and remove bottle from pockat 
on slide, 


В, Install Sido and lnflation Bottle in Valise (Emergency Exit, Type I) 
(1) Unfold slide on prepared surface with slide surface facing down, 


(2) Connect vacuum cleaner to deflotion valve ard inflate slide to approxi- - 
mately 2.0 psi. 


NOTE: Installation of inflation components is most easily accomplished 
with slide inflated, 


(3) Check that inflation bottle pressure gage indicates 3000 12300) psi. 


WARNING: TO PREVENT HIADVERTENT ACTUATION OF INFLATION BOTTLE VALVE, 
Е САҢЕЕ! T то PULL EPLATION LANYARD DURING FOLLOMTNG 


(4) Position inflation bottle in pocket in slide and tie drawstring tightly 
around bottle neck. 


(5) Using new O-rings, connect swivel end of flexible hose to aspirator 
inlet on slide (two places on each aft slide; one place on each forward 
slide), Tighten end fittings to torque of 120 inch-pounds. 


USE CORRECT TOOLS WITH EXTREME САВЕ TO PREVEUT CREATING BURRS 
OR SHARP EDGES 0: INFLATION COMPONENTS, BURRS AHD SHARP 
EDGES CAN PUNCTURE SLIDE AND CAUSE FAILURE IH SERVICE. 


„САВ 


(6) Using new O-rings, comect flexible hose to inflation bottle valve (two ` 
places on each aft slide, one place on each forward slide), Tighten 
end fittings to torque of 100 inch-pounds. 


(т 


Tie slightly inflated talloon between aspirator valve and guard (two 
places on each aft slide, one place on each forward slide) to block 
valve during deflation of slide, 


(8) 


Connect suction side of vacuum cleaner to deflation valve and completely 
deflate shido, 


CAUTION: DO NOT WALK ON SLIDE, 
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Fold bottom of slide up and over at Cold mark 1, 

NOTE: In atop (9) and cubsequens folding steps, follow fold marks end 
numbers stenciled on slide, Use ¿hot bags whore necessary to 
hold folds in position, ` 

Fold slide up ond over аб fold mark 2, 

Remove covor from rolease деуісо, 

Connect release device, install ^ruare lockring, and replace cover, 

Using vacuum cleaner, evacuate all air from slide, 

Position inflation pull handle on blue volero patch, 

Fold left side of slide up and in at fold mark 3. 

Fold left side of slide up end out at fold mark b 

Fold right side up end in at fold mark 5. 


Fold right side of slide up and out at fold саги 6 so that dimension 
across folded slide does rot exceed 15 inches. 


Fold slide dow and under ау fold mark 7. 

Fold slide up and over at fold rark 8, 

Fold slide down and under at fold кагк 9, 

Fold slide up and over at fold mark 10, 

Fold slide up and over at fold mark 11. 

Position valise over folded slide and (old slide under at fold mark 12, 
Secure inflation bottle straps. 

‘Thread pullup cords through eyelets on valise. 

Disconnect vacuum cleaner and install plug in deflation valve, 

Remove balloons from aspirators. 


MARINO: FAILURE TO RENOVE BALLOONS MAY RESULT Ili SLIDE FAILING TO 
INFLATE, 


Tighten pullup cords and secure top pull pins (three places on each 
Туре I exit slide), Safety tie and pull pin with . h T/S cotton thread. 
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(30) Using wooden packing paddle, tuck in valise cover flaps. 


(31) Install packed slide in container (see paragraph 3). 


5 feel лаа Шаал Desen Shido snd In Inflation Bottle (Passenzor and 


А, Remove Slide and Inflation Bottle from Valise, 


(1) Вепоуе packed slido from contattier and place on clean, prepared surface 
with pressure gage facing up. 


WARNING: ТО PREVENT LUADVERTEU? HIFLATION OF SLIDE, BE CAREFUL HOT 10 
PULL INFLATION LANYARD. 


(2) Disconnect inflation handle fron the firing line by means of the quick- 
disconnect. 


43) Carefully separate velcro straps fron velcro piles on valise, 

(h) Puli pin fror. Loop holding valise together near grit. 
CAUTION: DO NOP PULL INFLATION LANYARD, 

(5) Raise top of valise and untie from loop on slide. 

(6) Remove slide and inflation bottle, 

(7) Remove padding around pressure gage and valve, 


(8) Ioosen strings around neck of inflation bottle and rezove bottle fron 
pocket. 


CAUTION: DO NOT PULL INFLATION LAHYARD, 
P. Install Slide and Inflation Bottle in Valise, 
(1) Unfold slide on prepared surface wlth slide surface facing down. . 


(2) Connect ar supply to deflate hole adjacent to aspirator and inflate 
slide to approximately 2.0 psi. 


CAUTION: USE EXTREME CARE ІШ HANDLING SLIDE TO AVOID PUNCTURING. 


NOTE: Wait 2 minutes before proceeding to permit oid wrinkles to 
smooth out, 


(3) Connect suction side of vacuum cleaner to deflation velve and completely 
deflate slide. 


CAUTION: DO NOT WALK Ой SLIDE, 
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Tie slightly inflated balloon between aspirator valve and guard 


(шо 


Places on each aft slide, one place on cach forward slide) to block 


valve during deflation of slide. 


Fold bottom of stide up and over at fold mark 1, 


NOTE: In step (5) and subsequent folding steps, follow fold marks and 


numbers stonciled on slide, Use shot bags where песе! 


ту to 


hold folds in position, Snooth wrinkles as best as possible 


while folding slide, 
Fol slide up and over at fold mark 2, 


Remove cover from release device cylinder, 


Place release device plunger through cylinder, install truarc lockring, 


and replace cover, 

Fold right side of slide up and in at fold mark 3. 
Fold right side of slide up and out at fold mark h, 
Fold left side of slide up and in at fold mark 5. 
Fold left side of slide up and out at fold mark 6. 


Position inflation bottle in pocket in slide and tie drawstring 
tightly around bottle neck 


Using nex O-rings, connect swivel end of flexible hose to aspirator 
inlet on slide ‘two places on cach aft slide, one place on each forward 


Slide), Tighten end fittings to torque of 100 inch-pounds, 
CAUTI: 


USE CORRECT TOOLS WITH EXTREME CARE TO PREVENT CREATING BURRS 


OR SHARP ED3ES Oli INFLATION COMPOJHITS. BURRS AND SHARP EDGES 


CAN PUNCTURE SLIDE АШ) CAUSE FAILURE ТИ SERVICE, 


Using new O-rings, connect flexible hose to inflation bottle valve (two 
places on each aft slide, one place on each forward slide), Tighten 


end fittings to torque of 100 inch-pounds. 


Fold slide up and over at fold mark 7 exposing inflation bottle, 


NOTER Using the vacuum cleaner, continue to evacuate air from the slide. 


NOTE: Make certain inflation bottle pressure gage faces up. 
Fold slide up and over at fold mark 8. 


Fold slide up and over at fold mark 9. 
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Fold slide up and over at fold mark 10. 
Fold slide down and under at fold mark 11, 
Fold slide baok over at fold mark 12 (forward el ide). 


UOTE! Previous foida will have to ve Lifted slightly so that this 
1914 сап go wider same, 


Fold slide at fold mark 13 (forward elide). 
NOTE: ‘This fold will bring tho girt out from under the folds. 
Fold slide back over at fold mark 1k {aft slide), 


NOTE: Previous folds will have to be lifted slightly so that this fold 
can go under seme, 


Fold slide at fold mark 15 (aft slide), 


КОТЕ: This fold will br 


с the girt out from under the folds. 


Position valise under folded slide and tie valise tie assembly to tie 
patch on slide surface. 


Connect infletion lanyard segzents by means of the quick-disconneot 
fitting, 


CAUTION: DO nor PULL IMFLATIOX LANYARD, 

Join upper and lower valise portions by bringing loop up through hole in 
girt and through the grormet in the upper portion of the valise. Secure 
loop with pin on inflation handle авзельлу. 


Place inflation cable parallel and adjacent to flexible hose and secure 
by fastening velcro hook straps to velcro pile on valise, 


NOTE: White hook straps on white pile and blue hook straps on blue 
pile. 


Remove balloon from aspirators. 


HARHIHQ: FAILURE TO REMOVE BALLOONS MAY RESUL IN SLIDE FAILING TO 
INFLATE, 


Place padding around inflation bottle pressure gage and valve. 


Install packed slide in container (see paragraph 3). 
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6. Inspection/Check Evacuation Slide 


А, Pressure Check Evacuation Slide 
(X) Remove slido and containor (see paragraph 3). 


(2) Renove slide from container end unfold slide on prepared surface (see 
paragraph 5). . 


(3) Connect source of eloon, dry compressed air to deflation valve, 


(u) Using test adapter (1038), inflate slide until relief valve opens, and 
record pressure. Maxima allownble relief pressure is 3,7 (82) psi. 


(5) Record pressure at which relief valve reseats. Minimum allowable 
rescat inz pressure is 2.9 {#2} psi. ~ 


(6) Reduce pressure in slide to 2,7 psi. 


NOTE: Test pressures specified are for a temperature of 21,1°C (ТОРЕ), 
Air pressure within the slide will be affected by changes in 
temperature and barometric pressure. Record temperature and 
barometric pressure at beginning and end of test end correct 
final readings as follows: Correct for terperature by adding 
0,1 psi for every 1.7°C 43°F) drop and subtracting 0,1 psi for 
every 1.7°C {3°F} vise. Correct for barometric conditions by 
adding 0.1 psi for every 0.2 inches of mercury that the baro- 
metric pressure increases and subtracting 0.1 psi for every 
0.2 inches-of mercury that the barometric pressure drops, 


(Т) Cheek pressure after i hour, If pressure has dropped, increase pressure 
to 2.5 psi. ` 


(8) Check pressure after 2 hours, imum allowable pressure drop is 
9,25 psi when corrected Гог temperature and barometric pressure changes, 


(9) Fold and pack slide in valise as described in paragraphs 4 and 5. 


(10) Install shide and container on door (see paragraph 3). 
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EVACUATION SLIDES - МАТИЕНАЦСИ PRACTICES 


General 


А. Inflatable evacuation slides are located in containere at each passenger 
entrance door and galloy servicu door, Maintenance practices for ali 
Blides are identical oxcept as noted. N 


В. Iaspeotion/oheok and folding procedures should be performed in а spsolally 
Prepared area vith a clean, dry smooth surface. Do not walk on slides. 


WARNING? EVACUATION SLIDES ARE INFLATED BY HIGH-PRESSURE INFLATION 
BOTTLES, ВВ. EXTREMELY CAREFUL WHEN HANDLING SLIDES TO PREVENT 


INADVERTENT INFLATION, WHICH COULD CAUSE (ET ТО PERSONNEL OR 
DAMAGE 70 EQUIPMENT, 


2. Tools and Equipment Required 
NORE! Equivalent substitutes may be used instead of the following listed 


items. 
Iten Целе. Number Menufocturer - Use 
A Уасича cleaner Local Inflate and deflate 
(household type) slide 
В Heroury manometer loch ` ` Check slide 
pressure 
с Cotton thread 100/3 American Thread Safety tie manual 
(black) | Company operation pins on 
aft slides 
D Tape (3/h-1noh) PPP-T-60, Tape clasp of slide 
5 8 release device 
Class 1 . 
E ` Nylon thread у-л-2%, Safety tie release 
Size Е, pin to webbing on 
Class 1 slide 
F Safety plug ANBO6-6 Plug inflation 


hose during slide 
Pressure test 


dul У4 


панель ОА 


DOUOLAS AIRCRAFT co. 


H- SIXTY SERIES 
MAINTENANCE MANUAL 


Hemoval/Installation Evacuation Slide end Container (See Figure 201) 


(10) Tnetall container on mounting brackets on door and secure canloc 


Romove 81140 and Gonteiner 


(A) Release spring-loaded cemloo fasteners et iden of each container 
mounting bracket on door, 


(2) Remove slide contener from mounting brackets, 
(3) Move slide girt bar out of storage brackets on front of container, 
(4) Open container end disconnect container unlatehing cable, 


WARNING! TO PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS NOT PULLED AT ANY ТАМЕ. 


(5) Remove slide from container. 
Xustel Slide end Container 

(1) Position slide in container with inflation bottle at hinged end во 
pressure gage will be visible through container window when container 
is closed, 

(2) Center square hole ín girt around latch. 

(3) Install unlatching cable with cable on top of girt, 
NOPE: Tab on latch pin must be rotated until it seats in tab stop. 


WARNING: ТО PREVENT INADVERTENT INFLATION OF SLIDE, МАКЕ CERTAIN THAT 
INFLATION LANYARD XS WOT PULLED AT ANY TIME, 


(4) Verify that entire slide is within container and girt 49 centered in 
opening. 


(5) Close container, Do not latch, 


(6) Verify that pressure gage is aligned with window in container, Adjust 
slide if necessary. 


(T) batch container by pressing down at center edge. of cover above latch 
until latch snaps into place, 


(6) Fold girt with inflation handle inside crease and join velero tapes, 


(9) Place girt bar in storage brackets on front of container and tuck girt 
under retaining cord on container bottom, Б 
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(11) Remove girt var from storage bracketa and check that girt bar will fit 
floor fittings, 


WARNING: HANDLE GIRT BAR WITH ЕХТАЕМЕ CARE TO PREVERT INADVERTENT 
INFLATION OF SLIDE. 


HOH; Inflation lohyord must be 10080 when girt bor 40 in position in 
floor fittings, 


(22) Remove girt bar from floor fittings by retracting one reteining hook end 
pulling bar inward, 


(13) Place girt bar in storage brackets on container and tuck girt under 
retaining cord on container bottom. 


(1h) install .020 copper safety wire to hold lateh pin in locked position. 


u. Reuovel/Instaliation Evacuation Slides (See Figure 202) 


А. Install guide ~ Packing Procedure 


НОТЕ; Rend entire procedure and review illustrations before attempting 
to pack slides. 


(1) Unfold slide in upside down position on clean, smooth surface. 
ПОТЕ: De not walk on slide, 


(2) Ubing vacuum cleaner or a source of clean, dry compressed air, inflate 
slide to relief valve operating pressure, 


i НОТЕ; Relief valve will open at 2.87 psi end close at 2,50 psi, 
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(а) тау extendfble portion of slide flat. 
(b) Fold extension by making 1-1/2 accordion folds and flatten folds 


(о) Join corner flaps of restraint under bottom flap by threading first 
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Check air cylinder preasure (вес paragraph 5, сбор A). 


Inotall air cylinder in cylinder cling with precoure gage facing away 
Trom girt and securo by snapping retaining strap around cylinder, 


HARNXHO: 70 PREVENT УНАТМЕВТЕНТ INFLAXION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS NOP FULLED DURTIG PACKTNG PROCEDURES. 


Connect flexible Попа to cylinder making certain hose іс free of forced 
bends or kinks» 


Check powor pack аса Light operation by removing ball from switch, 
Reinstall bail by pushing bali straight into flap on power pack pocket, 


Muirn slide over. 


MARIO: BE EXTREMELY CAREFUL WHEN TURING SLIDE TO PREVENT JIADVERTENT 
INFLATION OF SLIDE. 


Insert end of vacuun cleaner hose into jet punp on valve side. 

Таре or plug toth Jet pumps to prevent reentry of afr. 

Start vacuum clearer end deflate slide with edge of rail tutes lying 
along edge of main body tubes. Width of slide should be approxirately 
52 inches and outboard longitudinal seams should be facing up. 


КОТЕ: Evacuate as much air as possible from slide and keep vacuum 
cleaner operating throughout entire packing procedure. 


Tighten Anflation valve and snap cover in place. 

Fold Might panels flat under edge of rail tubes. 

CAUTION: DO HOT CREASE LIGT PANELS AT ANY TIME DURING PACKING 
PROCEDURE; 


CH 
On forward slides, fold ali corners of slide to fora a point. 


On aft slides, pack extendible portion as follows: 


neatly within the restraint. 


loop through grommet. Facing the rostreint,.thrend each loop through 
the grommets of the top and bottom fleps and preceding loop, пати 
from the right (сес Figure 202, sheet 2). 
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(á) Install nylon pin through last loop and safety tic pin with cotton 
thread. 


(e) Attach extendible slide portion pull handle to Velcro patch on 
bottom of girt (see Figure 202, sheet 3). 


Rotate oir cylinder ro that pressure gage faces up, 


Fold both edges of slide up end inward approximately 15-1/2 inches Бо 
that etide width is 22 to 23 inches; push jet pumps in to в dimension 

. Of 23-1/2 inches aud tuck slide material at jet pumpo in to width of 
18 inches or less (girt width). 


Fold elide lengthwise co that cylinder sling is exposed. 


Position canvas container under slide; bring top flap of container 
wnder slide; bring top flap of cylinder stowage section and top flap of 
container up inside cylinder sling; position cylinder and close Velcro 
closure along back to enclose cylinder and power pack. 


Roll jet purps and rake short accordion fold to dixensions shown in 
Figure 202, sheet 3. Keep slide square with container. 


Ноте: Deene ere specified are all maximum. То not allow folds beyond 
dinensions, as folds have tendency to spread during packing and 
may exceed container capacity. 


Tuck ell excess material tebyeen girt and Jet pumps neatly within width 
of girt (18 inches). 


Fold slide under until edge of hole in girt is even with container, 
Fold slide lenpthwise and Join tet and clasp by inserting bead епа of 
tap in cylindricaleshapod portion of clasp, raking certain tab is 
positioned in center of clasp. 

HOKE: Do not twist tab or clasp tefore joining. Make certein that fit 
da smooth and that raterial on edge of bead is not folded back 
into slot. 

Таре clasp with two complete loops of 3/h-inch tape, 


Accordion fold slide, making each fold as compact and neat as possible. 


Close canvas container, raintaining dirensions shown on Figure 202, 
sheet 3 вв follows: 


Y 


(a) Mold folds down and towards cylinder. 
(b) Shift folds as naceesary to паке slide fit container, 
25-60-21 


Cong 2 
Paga 209 


мәне USA. 


De SIXTY ВЕНИТЕ 


MAINTENANCE MANUAL 


(е) Juck in point of first fold to square clide, 


(4) Pull contalner around folded clide, 


NOW! Xf canvas contuiner camot bo closed, adjust each fold 
sartane with first опо until folded slide will fit within 
container, 


D (e) Install tear otrip by ongaging half of strip on botton flap of con- 
tainor and other half on top Пере 


(26) Install web through grommet on canvas container; making certain that 
webbing to tear strip is positioned under loop in containers 


(27) Insert pin through loop and safety tie with nylon thread as follows: 


(a) Make three tight loops adjacent to web loop оп tip end of pin and 
secure with two half liitches to anchor pin to међ loop. 


(5) Extend thread ends to cable side of pin and secure with two tight 
half hitches against pin. 


(е) Tie ends of thread with three overhand knots, 
(28) Remove vaeuuz cleaner ard all tape from jot pumps. 


CAUTION: MAKE CERTAT! THAT ALL ТАРЕ IS REMOVED FROM JET PUMPS, ТАРЕ 
MMADVERTENZLY LEFT ОН PUMPS WILL CAUSE FAILURE ХИ SERVICE. 


(29) Install inflation lanyard on Velero patch · 


(30) Loop excess air cylinder cable in elastic vob inside container flap. 
(31) mie power pack lanyard to webbing on tear strip vith double half hitch. 
(32) Fold girt and join Velcro tape. 


(33) Install slide in door mounted container (see paragraph 3, step B). 


" Inspection/Check Биасив оп 511408 
A. check Air Cylinder Precsure 


(1) Check air cylinder pressure, Pressure reading on air cylinder gage 
should be within 3 percent of value listed at temperatures listed 
below: 
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Pressure (poi) Temperature 
3790 13.9%с (165°F) 
3415 51.0 (125%) 
3250 31.8*C (1009; 
3 21.1% | Jo P, 
210 0,090 ( 32°F) 
2425 БҮКІЛ ӨСУ? 
2210 -28.9ес 6-205. 
2100 10.0 0 (-10°F 
1815 -53.9°0 {-65°Р 


Renovo slide fron container and unfold slide on clean, smooth area. 


MARHHIO: ТО PREVENT XIADVERTEIT ACHUATION OF AIR CYLINDER VALVE, 
MAKE СЕВТАШ THAT ШРТАТТОП LANYARD IS NOT PULLED AT AIX 
TIME, 


Disconnect air cylinder hose fron slide and plug hose with AH805-6 
fitting. 


Make visusl check of slide for cuts, atrasion areas, frayed cordage, 
dare wires, and damaged gromets, 


Using vacuus cleaner or source of ary, filtered compressed air con- 
nected to inflation valve, inflate slide to relief valve operating 
pressure, Check that valve ovens at 2.87 (40.25) psi and closes st 
2,50 (20,25) pel. 


wes 


Measure pressure with mercury ranoneter or gage calibrated in 
Зпогепето of 0,1 psi or less. 


Reduce clide pressure to 2 psi. Allow slide to stand for 1 hour, 


Cheek pressure. If pressure has dropped, raise pressure to 2 psi 
again and let stand jor 4 hours, : 


Chack pressure after four hours, Allowable pressure drop is 0.5 psi. 

HOHE! Slide pressure is affected by Laroretric presoure and tempera- 
Lure changes. Record tenperature and baronetric pressure at the 
beginning of the precsure chocks and rake corrections во follows: 


(а) % correct for temperature, cubtract 0.1 psi for every 1.8°С (395) 
rise in temperature or add 0.1 psi for every 1.8°C (3°F) drop. 
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(b) Wo correct for baroretric conditions, add 0.1 pei for смагу 0.2 inch 
Of morcury that barometric preceure һас increaced or subtract 
0.1 psi for every 0.2 inch of mercury thut barometric pressure 
noa dropped, 


Fold and pack slide (see paragraph b). 


с. Power Supply Unit Check. 


о) 
(2) 


(3) 
ü) 


(5 


(6) 


(7) 


25-60-1. 
CODE 2 


Activate power supply unit. 


МА Light panels should be uniformly lit, Xf light panels show varia- 
tions in operation, complete steps (3) through (5). 


Remove power supply unit cover. 

Measure battery voltage at terminals, 

ПОТЕ: Battery voltage should ve 13 volts de minimum. 
Replace battery if voltage is 1058 than 13 volts de. 


ПОТЕ: Continued use of battery pack with less than 13 volts de will 
result in rapid loss of light intensity. 


Connect а 600 voit, 0.02 mfa capacitor and а 100,000 cha, 2-watt resistor 
in parallel to the power supply output leads. 


CAUTION: COMMECT THE CAPACITOR АШ) RESISTOR BEFORE ACTIVATING BALL 
DCH, МАКЕ SURE THE CONDUCTORS OF THE UNUSED IWIN LEAD 
ARE HOT XH CONTACT WITH FACH OTHER. 


NOE: ‘he power supply has two, gray, twin-lead, output cables. Use 
the two conductors of either twin lead. 


With an ac voltretor, check the capacitor. If the voltage is under 100 
volts ac in a parallel-connected unit or 300 volts ас іп a series- 
connected unit, replace the power supply unit. 
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EVACUATION SLIDES - МАТИТЕНАНСЕ PRACTICES 


алака 


A. № inflatable evacuation slide is installed above each servico and each 
passenger entrance door, Tho removal and installation procedures for all 
the inflatable evacuation slide assemblies ara identical ond are coverod- 
in paragraphs 1 through 8, Non-inflatable slides aro provided for the Type 
1 Exito, Maintenance practices for non-inflatable slides ara covered in 
paragraph 5. 


2. Rexoval/Installation Slide Assembly (D0-8/8P 50) 


A. Remove Inflatable Slide Assembly 
(1) Remove cover assembly from evacuation slide door. 
(2) Pull actuator bar down until door unlatches, 


(5) Open slide coor slowly. Support evacuation slide when door opens wide 
enough to permit access, 


(4) Secure slide door with door prop and secure slide with three straps 
within compartment. 

(5) Unhook stabilizer streps from clevises above Glide door, 

(6) Disengage actuator bar from actuator pins. 

(T) Lower slide to floor, 


НОТЕ: Do not unfold slide unless it ds necessary to do во, If the slide 
becomos unfolded, see paragraph |, 


(8) Disconnect inflatlon line at quick-disconnect on slide, 
В, Install Inflatable Slide Assembly А 
(1) Connect inflation line at quick-disconnect coupling, 


(2) Place slide on the slide compartment door and support slide во slide 
cannot, fell, ` 


(3) Engage actuator bar on actuator pins. 


(u) Stew inflation line between door and slide. 
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(5) Attach two stabilizer strap hooks to clevices abovo slide door. Stow 
exeoss length of straps tetwoon folds of slide packege, (See Figure 
200, 
DICH: MAKE CERTAIN THAT ТИЕ STABILIZER STRAPS ARE ABOVE AND OLEAR x 
^ OF ТИВ INFLATION LINE, STRAPS, AND THE VER ATTACHING THP 82108 
TO TIE ACTUATING BAR, (ЕБ FIGURE 202,) 
(6) Release three straps around olido, 
(7) Release and Забей door prop. 


(8) Push elíde inboard to secure actuator bar оп notuator pins end fully 
chose glide door, 


(9) Page cover over slide door, 


Inflation System and Inflatable Slide Leak Test (00-8/8ғ 50) 


Inflation Systen Leak Test 

(2) Open slide door, 

(2) Remove slide {see paragraph 2), 

(3) Disconnect inflation line at quick-aiseonnect coupling. 


QAUTIOJ: CARE MUST BE TAKEN НОТ TO PULL THE RELEASE CABLE AHD RELEASE 
PRESSURE ШТО ME LEUE, 


(h) Test all connections between bottle discharge valve and quick-disconnect 
on inflation hose as follows: 


(в) Make certain discharge valve is closed. 

(d) Charge bottle to 1500 (2100) psi, 

(о) Remove safety wire and release pressure into line by rotating cam ín 
discharge v-lve to open position, ‘To rotate cam, insert а pin or 


вотем through slotted hole in valve face cover and engage 1/8-inch 
hole in cam, 


(a) Apply а bubble fluid solution on ai) connections, 
(e) ТЕ any connection leaks within 1 minute, pertorm the following steps: 
1) Reduce pressure in the bottlo to zoro Бу backing off on filler 


avivel nut on filler valve, 


2) Make certain connection is properly tightened. 
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3) Маке certain thore is no foreign matter in connection, 


њу Replace ai) faulty parts. 


5) Rotate discharge valve cam to closed position ond instoll safoty 
wire, 


6) Prensurizo bottle to 3000 (#260) psi, 
(5) Leak test inflation bottle assenbly connebtions os follows: 

(а) Make certain discharge valve is closed. 

(b) Charge bottle to 3000 (#100) psi, using air or dry nitrogen, 

(c) Apply a bubble fluid solution to the following connections: 
1) Discharge valve connection to bottle, 
2) Filler valve and gage unit connections, 

(a) Ie өлу connection leaks within 2 minutes, perform following steps: 


1) Reduce pressure in bottle to zero, by backing off filler swivel 
А nut on filler valve. 


2) Make certain all connections are properly tightened. 
3) Replace all faulty parts. 
8) Pressurize bottle to 5000 (2200) psi. 
5) Install slide (вес paragraph 2). 
B, Inflatable Slide Leak Test 


HOE: A leak test of inflatable slide should be performed periodically, 
and after each use. 


(1) Remove slide (see paragraph A); unfold slide on а clean floor area, 
GAVPIQU: DO NOP WALK ОП SLIDE, 


(а) Inflate slide, using а houschold-type vacuum cleaner or filtered air 
from a compressor, (Use mattress valve provided; do not use jet pumps.) 


NOIE: Leasure pressure with a mercury manoneter or a gage calibrated in 
ineremente of not greater than 1/10-pound, К 


(a) check pressure after 1 hour, If pressure is below 2 рві, raise 
pressure to 2 psi. f 
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1. Folding Instructions and Check of Inflatable Evacuation Slide (DC-B/8F 50) 
A, Folding Instructions (Inflatable Evacuaticn 81482) 


UOTE: Тһе forward and aft slide vary in length. The two aft slides, 


(1) 
(г) 
(3) 
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(6) 
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(b) check prosaure after h hours, Тһе permigsible prosaure drop 18 1 
psi, If pronsure is below l pei, inflate to 2 pei and test for leaks 
by swabbing tubos and Jet pumps with a bubble fluid solution, (Wagh 
Off bubble solution with clear water.) 


NOTE: Air prossuro in tho slide is affected by a change in tampar> 
aturo. A tonporaturo change of 3°P will causo a pronsuro 
change of 1/10-pound, 


Mark Leaking aroas with chalk, 
After repairs have boon made, repeat slide leak toste 
Fold 41140. (Зее paragraph b.) 


referred to as Type 2, are identical and are longer than the two 
forward slides, The two forward slides are similar, except that the 

` slide installed at the service door has a shorter bar. The slide 
-installed at the service door is referred to ав Type 3 and the slide 
at the forward passenger entrance door is referred to as Type 1. 
Extreme care should be taken in handling and folding the evacuation 
slides. Folding should be done in a clean dry place and the slide 
Should not be walked upon. References in the following Instructions 
correspond to the cslloutc in Figure 201, 


spread out slide as smooth as possible as shom in step 1, Figure 201. 
Chose all valves, 


Hola slide fabric against inside of jet pumps to prevent а vacuum from 
drawing air in through jet pumps. 


Open mattress valve and exhaust air from evacuation slide with a. 
household-type vacuum cleaner, When maximum air has been exhausted, 
close mattress valve to provent re-entry of air into slide, 


Dust entire slide lightly with tale. 
NOTE! Tho upper webbing ties should be extended from the rail tubos, 


Fold rail tubes tovard center with jet pump elbow and tee in a horizontal 
position, and webbing patches in position as ghom in stop 2, Figure 
201. А 
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AQCORDION FOLD THE STABILIZER STRAPS AND 
w STOW XN THE FOLDS OF THE SLIDE 80 THAT 
THE BUCKLE PORTION OF ЧНЕ STRAPS ARE 
PROJRUDINO, MAKE OFRTAIN THAT THE LEFT 
AND RIGHT SYRAPS ARE NOT CROSSED, 


EYACUMTION BLIDE 
{BOTTOM SIDE UP) 


INFLATION HOSE 


QUICK DISCONNECT: ЛА, CASLE 


. ACTUATOR BAR 
SLIDE COMPARTHENT DOOR 
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(7) Fold edgos of в1140 body, with handleo in, toward center ав shown in 
atop 2, &action B-B, 


(8) Роза олідо in half, во tio patch А matohos Що patch В, 
(9) "ie patches togother with a cord ав shom in atop 3, 


(до) Aecordion«fold slide four to ojx times ac shown in step №, Dimensions 
for each fold must not oxcead those givon іп table shown in step H, 


(11) After slide has been folded, buckle three straps provided to keep slide 
folded prior to installation in shide compartment. 


(зә) Accordion-fold stabilizer straps and stow straps in ends of folds of 
Së package so buckle portion of straps are protruding, (Seo Figure 
202. 


D Rubbor bands may bo used to secure the webbing bundles, 


В. Visual Check of Slide. 


HORE: А roll-out visual inspection of slide should be performed 
periodically. 


(1) Remove slide (see paragraph A}, and unfold on clean floor. 
Сут: DO НОР WALK Оп THE SLIDE, 
(2) Check slide Гог cuts and chafing; repair if necessary. 


(3) If pressure worthiness of slide is questionable, perform leak test as- 
outlined in paragraph 3. 


(№) Fold slide (see paragraph h). 


(5) Install slide as outlined in paragraph 2. 


5. Renoval/Inetaliation Non-Infhatable 8146 Asscrbly (10-87-50) 
A. Remove Hon-Inflatable Slide - Type I Exits 


(2) Remove cover of slide compartment slowly, while supporting slide and 
el ide bar. 


(2) Disconnect stabilizing straps by unhooking color coded hooks-from clevises 
elevises.* 


(3) Remove shide from slide container. 


25.60 -1 
CODE 5 
Feb 15/68 Pago 207 


— 


. ықы аа EE 


does er» eon INC. 


BEE BIXTY ЗЕЕ 
BAINTINAHCE MANUAL 


B, Preinstallation Inatructious < Hon-Inflatnblo Blide 


NOTE: А clean flat surface, npproximately 8 feet x 20 foot, 16 required 
for inapection and folding of el Ide. 


(1) Unfold slide on a clean dry surface, 


(e) Perform compiote inopection on all aurfacen of slide Гог abrasions, outs, 
or tearay ropalr if nocossary, 


(3) Spread slido out flat, with bright red portion facing upward (see Figuro 


». 


(0) Fold one colored side over grey coat portion, keoping fold near dividing 
sean, 


(5) Fold stabilizing strap and reinforcement flap back along fold, bringing 
а portion of strap and hook up under end of mooring bar. 


(6) Repeat steps (№) and (5) for remaining colored side panel and: stabiliz- 
ing strap, 


(T) Starting at lower end of slide (opposite stabilizing straps), make а 
fold of approximately ó inches, up and toward upper end of slide, Repeat 
folding process until slíde is completely folded, 


(8) Place excess stabilizing straps so they will not be crossed and will 
remain оа sides to which they are attached, look ends muet be free to 
pass mooring bar on side away fron folded slide, 


(9) Attach placard to slide by опар fasteners provided, 


OPE: Prior to installation, the elide rust be turned to place the 
green hook on the lert and the yellow hook on the right when 
looking outbosrd, 


C, Install Hon-Inflatoble Slide Assembly 


NOTE: Before installation, slide rust be inspected and folded os outlined 
in paragraph В. 


(1) Hold slide so slide is folded up and inboard from mooring bar {sce 
Figure 20h), 


NOTE: The stabilizing straps must be above-the mooring bar, with the 
yellov hook on the right and the green hook on tho left when 
looking outboard, 


25-60-1 
CODE 5 
Page 208 Feb 15/66 


төн in USA. 


DOUGLAS AIRCRAFT CO, їн. 


00-0 ВРУ GARIA 
IRAINTONANCE MANUAL 


Non-Inflatadle Evacuation Slide Folding Instructions 


(Туре 1 Exite, ро-ВЕ) 25-60-31. 
Figure 205 Copa 5 t 
Feb 15/68 Pago 209 H 


алия u u. 


DOUGLAS AIRCRAFT СО, INC. 


TW SERIES 
BAHNAHCE MANUA, 


| Z 425966 
Won-Infletsble Evacuation 81440 Inetellation 
25-60-1 (Туре I Exits, DO-BF) А 
CODE 3 Figure 20 
Pago 810 Fob 15/68 
Pines u USA. 


BEER 


E сш 


done AIRCRAFT CO., INC. 


BEE GATY SHRINES 
ВАНИНАНСЕ MANUAL 


(2) Connect порка to their respective color содой clevis fittings, 


(3) Place slide in slide compartment. 


QAUTICH: STABILIZING STRAPS MUST ВЕ CAREFULLY ROUTED ABOVE MOORING BAR 
AND THE EXCESS TUCKED INTO THE FOLDS OF ТИЕ SLIDE TO PREVENT 
YNTANOLEMENT WITH THE BAR, 


(h) Tnatald evacuation slide cover, 
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EVACUATION SLIDES - MAINTENANCE PRACTICES 


1. Qenoral . 
A. Inflatable ovacuation 014408 are located in containers attached to cach 
passenger entrance door, galley service door, and Type 1 emergency exit. 


B, Inopootion/Check and packing procedures should be performed in a specially 
propared orea that has в dry, smooth surface free from dirt, grease, and 
abrasive or sharp particles. Do not walk on aides. 


WARNING: EVACUATION SLIDES ARE INFLATED BY HIGH PRESSURE GAS (NITROGEN) 
SUPPLIES. ВЕ EXTREMELY CAREFUL WHEN HANDLING SLIDES TO PREVENT 
INADVERTENT INFLATION, WHICH COULD CAUSE INJURY TO PERSONNEL OR 
DAMAGE TO EQUIPMENT. 
2. Pools and Equipment Required 


ВОДЕ: Equivalent substitutes may be used instead of the following listed 


items. 
Iten Hane Humber Manufacturer Use 
А Vacuum Local Deflate and inflete 
eleaner slide 2 
В fruare pliers Install lockrings in 
release device 
C Mercury Local Check slide pressure 
manometer during leak test 
р Balloons, (2), Local Holà flapper valve 
2-inch, round during deflotion of 
` slide 
E ` Shot bags (2) 151% min — Local Mold slide for 
folding 
F Packing paddle Locel Pack cover flaps іп 
(wood) valise 
o Safety plug An81h-6D Local Plug infletion bottle 
(2) outlet valve 
25-60-1 
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Den Nene Yunber Manufacturer Use 
H Teot adapter 1036 Pacific Inflat- Adapt doflation valve 
ablos Company to inflate slido 
during leak test 
1 cotton. thread b. b 7/8 Local Safety tie slide pull 
у pin 
a Cotton thread 100/3 Mer can Thread Safety tie manual 
(black) Company operation ping on 
aft slides 
к Таре PPP-T-60, Tape clasp of slide 
(3/u-ineh) Type 3, release device 
Class 1 
L Nylon thresd Ү-Т-295, Safety tie release 
Size E, pin to webbing on 
Class 1 slide 
M Safety рим A3806-6 Plug inflation 


hose during slide 
pressure test 


3. Removal/Installation Evacuation Slide and Container (See Figure 201.) 


А. Remove Slide and Slide Cover (Energenev Exit, Type I) 


MARHING: TO PREVENT INADVERTENT IUFLATION OF SLIDE, HANDLE WITH CARE, 
MAKE CERTAIN THAT INFLATION LANYARD IS НОТ PULLED DURING 
PROCEDURE. 


(1) Remove evacuation slide cover fron the exit door by inserting suitable 
tool into latch slots at bottom of cover and lifting latch pins out of 
strikers on floor, 


(2) Disengage hold-in strap from door back panel and remove hold-in etrap 
from loop {п end of slide cover retaining strap. 


(3) Disconnect inflation lanyard from backup handle by disengaging lanyard 
from quick disconnect fitting at ring on girt ber. 


(%) Carefully remove inflation lanyard through ring in girt var. 


CAUTION: PERFORM THIS STEP WITH EXTREME CARE TO PREVENT INADVERTANT 
INFLATION OF THE SLIDE. DO NOT PULL INFLATION LANYARD. 
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LH Kane EXIT 


INFLATION 
BOTTLE 


RETAINER. 
‘STRAP 


Vuen 
? 
LATCH. 
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Release girt bar trom floor fittings. 


Holding air bottle, tip slide inward and remove slide from pocket in 
door, В 


B. Install Slide and Cover (Baergency Exit, Typo 1) 


а) 


in 


(3). 


(u) 
(5) 
(6) 


(70 


(8) 
(9) 


(ei 


berg certain that inflation bottle pressure gage indicates 3000 {#300} 
pet, 


Place slide into pocket in exit door with inflation bottle resting on 
snubber cover. | 


Join glove fasteners on slide to door back panel. 
Carefully install girt bar into girt bar floor fittings. 
Place backup inflation handle on girt . 


Run inflation lanyard through ring on girt bar and engage lanyard to 
the quick disconnect fitting on the backup handle. 


CAUTION: РЕВРОВМ THIS STEP WITH EXTREME CARE TO PREVENT INADVERTEUT 
INFLATION OF THE SLIDE. DO HOT PULL INFLATION LANYARD. 


Run hold-in strap of slide through loop on епа of slide cover retaining 
strap. 


Attach nold-ín strap to glove fastener on door back panel. 


Place slide cover into position ensuring the latch pins are securely 
seated in strikers on floor, . 


Push slide cover outboard end insert lip of cover into mating groove on 
door. 


NOTE; Prior to securing the slide cover, verify the pressure gage is 
properly aligned with viewing windoy in cover. 


С. Remove Slide and Slide Container (Passenger and Service Doors) 


о) 


(2) 
(3) 
0) 


Aug 1/68 


Release spring-loaded camloc fasteners at sides of each container 
mounting bracket on door, 


Remove slide container from mounting brackets. 
Move slide girt bar out of brackets on front of container. 
Open container and disconnect container unlatching cable. 


WARNING: TO PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS NOT PULLED AT ANY TIME. 
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Ronove slide from container. 


D, Install 81146 and Slide Container (Passenger and Service Doors) 


(10 


(2) 


(3) 
() 


Position shide in container so that pressure gage will be visible 
through container windew when container is closed, ` 


Connect container unlatehing cable to cable on girt bar end close 
container, 


WARNING: TO PREVENT INADVERTEN? INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD 16 NOT PULLED AT ANY TIME, 


Place girt bar in brackets on front of container. 


Install container on mounting brackets on door and securo with camloc 
fasteners, 


u. Removal/Instellation Evacuation Slíde and Inflation Bottie (Emergency Exit. 


Туре 1) (See Figure 202.) 


A. Remove Slide and Inflation Bottle fron Valise 


(1) 


(2) 
(3) 
(u) 
(5) 


(6) 


(т) 


Раце 206 


Remove packed slide from container and place slide on prepared surface 
with pressure gage facing up. 


WARNING: ТО PREVENT INADVERTENT INFLATION OF SLIDE, BE CAREFUL NOT TO 
PULL FIRING LANYARD. 


Open fasteners on both sides of valise. . 
Release pull pins attached to firing lanyard. 
Disconnect firing lanyard quick-disconnect fitting. 


Disconnect flexible hose from inflation bottle valve and insert safety 

plug (AN01b-6D) in valve outlet {two outlets on each aft slide, one 

outlet on each forward slide). . 

САУРОН: SAFETY PLUG WILL PREVENT DISCHARGE OF COMPRESSED AIR FROM 
BOTTLE BUT WILL WOT.PREVENT ACTUATION OF VALVE. ВЕ CAREFUL 
WHER HANDLING INFLATION LANYARD TO PREVENT ACTUATION OP VALVE. 


Disconnect swivel end of flexible hose from aspirator valve inlet (two 
inlets on each aft slide, one inlet on each forvard slide). Cap all 
openings to prevent entry of foreign matter. 


Вероуе cover from release device. 
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PACKING PADDLE 
PULL PMS 
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Remove trusre lóckrings and separate device, Replace ringe Aoosely in 
device cavity and replace cover. 


9 1865 around infletion bottle and remove bottle fron pocket 
on slide, 


B. Install Slide ond Inflation Bottle in Valise 


(9 
(2) 


(3) 


() 


HI 


(6) 


(т) 


(8) 


(9) 
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Unfold slide on prepared surface vith slide surface facing down, 


Connect vacuum oloaner to deflation valve вай inflate slide to approxie 
nately 2.0 psi. 


ROPE: Instellation of inflation components is most easily accomplished 
with slide inflated, 


Check that inflation bottle pressure gage indicates 3000 (2300) рві. 


WARNING: ТО PREVENT ТВАБЧЕВТЕЙТ ACTUATION OF INFLATION BOTTLE VALVE, 
BE CAREFUL NOT TO PULL INPLATION LANYARD DURING FOLLOWING 
PROCEDURES. 


Position inflation bottle in pocket in slide and tie drawstring tightly 
around bottle neck. - 


Using new O-rings, connect svivel end of flexible hose to aspirator 
inlet on slide (two places on cach aft slide; one place on each forvard 
slide}. Tighten end fittings to torque of 100 inch-pounds, 


CAUTION: USE CORRECT TOOLS WITH EXTREME CARE TO PREVENT CREATING BURRS 
OR SHARP EDGES ON IHPIATION СОМРОНЕ В. BURRS АШ) SHARP 
EDGES САН PUNCTURE SLIDE AND CAUSE FAILURE IN SERVICE, 


Using nev O-rings, connect flexible hose to inflation bottle valve (two 
places on each aft slide, one piace on each forvard slide). Tighten 
end fittings to torque of 100 inch-pounds. 


Tie slightly inflated balloon between aspirator valve and guard (two 
places on each aft slide, one place on esch forward slide) to block 
valve during deflation of slide. 


Connect suction side of vacuum cleaner to deflation valve and completely 
deflate slide. 


CAUPION: DO NOP WALK ON SLIDE. 
Fold bottom of slide up and over at fold mark 1. 
NOTE: In Step (9) and subsequent folding steps, follow fold marks and 


numbers stenoiled on slide. Use shot begs where necessary to 
hold folds in position. 
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(10) Fold alide up and over at fold mark 2. 

(81) Remove cover from release device. 

(12) Connect release device, install truare lockring, and replace cover. 
(13) Using vaouum cleaner, evacuate all air from slide. 

(AW) Position inflation pull handle on blue velcro patch. 

(15) Fold left side of slide wp and in at fold mark 3, 

(16) Fold left side of slide up and out at fold nerk 4, 

(АТ) Fold right side up and in at fold mark 5. 


(18) года right side of slide up end out at fold mark 6 so that dimension 
across folded slide does not exceed 15 inches. 


(29) Fold elide down and under at fold mark 7. 

(20) Fold slide up and over at fold mark 8. 

(21) Fold slide down end under at fold mark 9. 

(22) Fold slide up and over at fold mark 10. 

(23) Pola slide up and over at fold mark 11. 

(eh) Position valise over folded slide ani fold slide under at fold mark 12, 
(25) Secure inflation bottle straps. 

(26) Thread pullup cords through eyelets on valise. 

(27) Disconnect vacuum cleaner and install plug in deflatíon valve, 

(28) Remove balloons from aspirators. 


WARRING: FAILURE TO REMOVE BALLOONS MAY RESULT IN.SLIDE FAILING TO 
INFLATE, 


(29) Tighten pullup cords and secure top pull pins (three places on each 
Type I eit slide), Safety tie and pull pin vith 4.4 7/8 cotton threat, 


(30) Using wooden packing paddle, tuck in valise cover flaps. 


(31) Install packed slide in container (see Paragraph 3). . 
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5. Removal /Inotaliation Evacuation Slides (Passenger and Service Poors) 
(бес Figure 203) 


A. Install Slide ~ Packing Procedure 


НОЕ: Rend ont tre procedure and review illustrations before attempting to 
pack olides, 


(1) Unfold ende in upside down position on clean, smooth surface, 
NORE: Do not walk on slide. 


(2) Using vacuum cleaner or а source of clean, dry compressed air, inflate 
Slide to relief valve operating pressure, 


КОТЕ: Relief valve will open at 2.87 psi and close at 2,50 pst. 
(3) Cheek air cylinder pressure (see Paragraph 6A). 


(h) Install atr cylinder in cylinder sling with pressure gage facing avay 
from girt and secure by snapping retaining strep around cylinder. 


WARNING: ТО PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS КОТ PULLED DURING PACKING PROCEDURES. 


(5) Connect flexible hose to cylinder making certain hose is free of forced 
bends or kinks. - 


(6) Check power pack and light operation by removing ball from switch. 


Reinstall ball by pushing ball straight into flap on power pack pocket, 
(1) Turn slide over. 


WARMING: ВЕ EXTREMELY CAREFUL WHEN TURING SLIDE TO PREVENT INADVERTENT 
INFLATION OF SLIDE, 


(8) Insert end of vacuum cleaner hose into jet pump on valve side. 

(9) Төре or plug both jot punps to prevent reentry of air, 

(10) Start vacuum cleaner and deflate slide with edge of refl tubes lying 
along edge of main body tubes. Width of slide should be approximately 
52 inches and outboard longitudinal seams should be facing up. 


NORE! Evacuste as much air as possible from slide and keep vaquun 
cleaner operating throughout entire packing procedure, 


(11) Tighten inflation valve and snap cover in place. 


(12) Fold light panels flet under edge of га!) tubes. 


CAUTION: ГО NOT CREASE LIGHT PANELS AT ANY TIME DURING PACKING 
PROCEDURES. 
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SLIDE MATERIAL 
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HA2-4150 
Evacuation Slide -- Folding Procedures 
(Passenger and Service Doors) 25-60-2 
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(13) 
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(15) 
(16) 


an 
(18) 


(19) 


(го) 


(21) 
(гг) 


(а) Lay oxtendivle portion of slide flat. 


(b) Fold extension by making 1-1/2 accordion folds and flatten folde 


(о) Join corner flaps of restraint under botton flap by threading firat 


(8) ‘Install nylon pin through last loop and safety Ме pin with cotton 


(e) Attach extendible slide portion pull handle to Velcro patch on 
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On forward slides, fold all corners of slide to form a point. 


On aft slides, pack extendible portion as follows: 


neatly within the restraint, 


loop through grommet. Facing the restraint, thread each loop through 
the grommets of the top and button flaps and preceding loop, starting 
fron the right (see Figure 203, Sheet 2}, 


, thread. 


bottom of girt (see Figure 203, Sheet №). 
Rotate air cylinder so that pressure gage faces up. 


Fold both edges of slide up and inward epproxinately 15-1/2 inches so 
that slide width is 22 to 23 inches; push jet pumps in to в dimension. 
ef 23-1/2 inches and tuck slide material at jet pumps in to vidth of 
18 inches ог less (girt width). 


Fold slide lengthwise so that cylinder sling is exposed, 


Position convas container under slide; bring top flap of container 
under slide; bring top flap of cylinder stowage section and top flap of 
container up inside cylinder sling; position cylinder and clase Velero 
closure along back to enclose cylinder and pover pack. 


Roll jet pumps and make short accordion fold to dimensions shown in 
Figure 203, Sheet 3. Keep slide square with container. 


NOTE: Dimensions specified are all maximum, Do not allow folds beyond 
dimensions, as “folds nave tendency to spread during packing and 
тау exceed container capacity, 


Tuck all excoss material between girt and jet pumps neatly within width 
of gitt (18 inches). 


Fold slide under until edge of hole in girt is even with container. 


Fold slide lengthwise and join tab and clasp by inserting bead end of 
tap іп cylindrical-shaped portion of clasp, making certain tab is 
positioned in center of clasp. 


ОТЕ: Do not twist tap or clasp before joining. Make certain that fit 
18 smooth and that material on edge of bead is not folded back 
into slot, 
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(23) Таре clasp with two complete loops of 3/h-inch tape. 
(an) Accordion fold slide, making each fold ая compact and neat a» possible. 


(25) Olose canvas container, maintaining dimensions shown on Figure 202, 
Sheet 3 as follows: 


(а) Hold folds down and towards cylinder, 
(b) Shift folds as necessary to make slide fit container, 
(c) ‘Tuck in point of first fold to square slide, 
(3) Pull container around folded slide. 
WORE: 10 canvas container cannot be closed, adjust each fold 
starting with first one until folded slide will fit within 
container, 


(e) Install tear strip by engaging half of strip on bottom flap of con- 
tainer and other half on top flap. 


(26) Install web through grosmet on canvas container, making certain that 
webbing to tear strip is positioned under loop in container. 


(27) Insert pin through loop and safety tie with nylon thread as follows: 


(a) Make three tight loops adjacent to web loop on tip end of pin and 
secure with two half hitches to anchor pin to web loop. 


e (b) Extend thread ends to cable side of ріп and secure with two tight 
half hitches against pin. 


(c) Tie ends of thread with three overhand knots. 
(28) Remove vacuum cleaner and all tape from jet pumps. 


CAUTION: MAKE CERTAIN THAT ALL TAPE IS REMOVED FROM JET PUMPS, TAPE 
INADVERTENTLY LEFT ОП PUMPS WILL CAUSE FAILURE IN SERVICE. 


(29) Install inflation lanyard on Velcro patch. 

(30) Loop excess air cylinder cable in elastic web inside container flap. 
(31) Tio power pack lanyard to webbing on tear strip with double half hitch. 
(32) Fold girt and Join Velcro tape. 


(33) Install elíde in door mounted container {see Paragraph 3, Step В), 
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Check Alr Cylinder Pressure 


(1) hock air cylindor pressure, Pressure reading on air cylinder gage 
fhould be within 3 percent of valuo listed at temperatures liated 


bolovi 
Pressure (psi) “Temperature 
3199 13.9?c (16592) 
35 $1.7°C (125%) 
3250 31.890 (1009ғ) 
3000 21.190 ( 70°F) 
2100 0.096 ( 320P} 
2h25 A. 8%h ( 0°Р) 
2270 -28.99с (-20°Р) 
2100 -і0.09с (-10°Р) 
1819 53.9% (-65°R) 


Evacuation Slide Pressure Check (Passenger and Service Doors) 
(1) Remove slide fro container and unfold slide on clean, smooth area, 


WARNING: TO PREVENT INADVERTEHT ACTUATION OF AIR CYLINDER VALVE, 
MAKE CERTAIN THAT INFLATION LANYARD IS ROT PULLED AT ANY 
ТШЕ, 


(2) Diaconnect air cylinder hose from slide and plug hose with AN806-6 
fitting. 


(3) Make visual check of slide for cuts, abrasion areas, frayed cordege, 
bare wires, and damaged grommets. 


(h) Using vacuum cleaner or source of dry, filtered compressed air con- 
nected to inflation valve, inflate slide to relief valve operating 
pressure. Check that valve opens at 2.87 (20.25) psi and closes at 
2.50 (30.25) psi. 


NOTE: Measure pressure with mercury manometer or gage calibrated in 
inorenents of 0.1 poi or less. 


(5) Reduce slide pressure to 2 psi, Allow slide to stand for 1 hour, 


(6) Check pressure. If pressure has dropped, raise pressure to 2 pei 
again and let stand for В hours. 
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(7) Check pressure after four hours. Allowable pressure drop із 0.5 pat. 
ТЕ: Glide pressure io affectod by barometric pressure and tempora~ 
ture chengos, Record temperature and barometric preseure at the 
beginning of the pressure checks and шөке corrections as follows! 


(a) To correct for temperature, subtrect 0.1 psi for every 1.8°C (3°F) 
rigo in tenpersture or add 0. 1 psi for every 1.8°С (3°F) drop, 


(b) To correct for barometric conditions, add 0.1 psi for every 0.2 inch 

of neraury thet barozetrie pressure has increased or subtract 
0.1 psi for every 0.2 inch of mercury that baronetric pressure 
hao dropped. 

(8) Fold and pack slide (seo Paragraph 5). 

0. Evacuation Slide Pressure Check (Emergency Exit, Type I) 

(1) Remove olide and contatne: (see Paragraph №). 

(2) Remove slide from container and unfold slide on prepared surface. 

(3) Connect source of clean, dry compressed air to deflation valve, 


(в) Using test adapter, inflate slide until relief valve opens, and record 
pressure, Maximum allowable relief pressure is 3.7 (22) pai. 


(5) Record pressure at chien relief valve reseats. Minimum allowable 
reseating pressure is 2.9 (12) psi. 


(6) Reduce pressure in slide to 2.7 psi. 


NOTE: Test pressures specified are for a temperature of 21,1°C (70°F). 
Air pressure within the slide will be affected by changes in 
temperature and barometric pressure. Record temperature and 
barometric pressure at beginning and end of test and correct 
final readings as follows: Correct for temperature by adding 
0.1 psi for every 1,190 (3%) drop and subtracting 0.1 psi for 
every 1,90 (3°F) rise. Correct for barometric conditions by 
adding 0.2 psi for every 0.2 inches of mercury that the baro- 
metric pressure increases and subtracting 0.1 psi for every 
0.2 inches of mercury that the barometric pressure drops. 


(1) Check pressure after 1 hour. If pressure has dropped, increase pressure 
to 2.5 рві. 


(8) Cheek pressure after 2 hours. Maximum allowable pressure drop is 
0.25 pai when corrected for temperature and barometric pressure changes, 


(9) Fold anè pack slide in valise as described in Paragraphs № end 5. 


(10) Install slide and container on door (see Paragraph 5). 
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P. Pover Supply Unit Check 
(1) Activate power supply unit. 


{2} АЛА light panelo should be uniformly 14%. If líght panels show varias 
tions in operation, complete Steps (3) through (5). 


(3) Remove power supply unit cover. - 
(4) Measure battery voltage at terminala, 

Ноте: Battery voltage should be 13 volts de minimum, 
(5) Replace battery if voltage (а less than 13 volts de, 


NOTE: Continued use of battery pack with less than 13 volts de will 
result in rapid loss of light intensity. . 


(6) Connect а 600 volt, 0.02 nfd capacitor and a 100,000 ohm, 2-watt resistor 
in parallel to the pover supply output leads, 


GAWTION:. CONNECT THE CAPACITOR AND RESISTOR BEFORE ACTIVATING BALL 
SWITCH. MAKE SURE THAT CONDUCTORS OF THE UNUSED THIN LEAD 
ARE NOT IN CONTACT WITH EACH OTHER. 


MOTE: 


me power supply has two, gray, twin-lead, output cables. use 
the two conductors of either twin lead. 


(Т) With an ac voltmeter, check the capscitor. If the voltage is under 100 
volts ac іп a parüllel-connected unit or 300 volts ac in a series- 
connected unit, replace the power supply unit.. 
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EVACUATION SLIDES - MAINTENANCE PRACTICES 


General 


Inflatable chem-lighted evacuation slides are located in containers attached 
to each passenger entrance door, galley acrvice door, and Typo 1 emergency 
exit door, 


lighting is provided by using chemical tape that becones activated by air 
entering the sealed tape from the slide. Air from the slide pasacs through 
а nylon serew fastener (On-Off uuitch), and connecting ring of the tape. 


When the slide is packed, the soren fastener is turned On. Upon deployment, 
air enters the sealed tape and activates the chemical providing light for 
evacuation purposes. 


Тһе air supply may be shut off from the tape by turning the nylon screw 
fantener to the off position to test the slide or perform inspections, 


Although tapes are installed on the slide in protective sleeves, extreme 
care must be exercised when handling to avoid punctures or abrasions that 
may ceuse air to enter the tapes. 


CAUTION: DO HO? DAMAGE RAISED SEALING RING ON SLIDE FITTING WHERE CONNECT- 
ING RING XS CLAMPED BY THE NYLON SCREW FASTENER, 


Inspection/chock and packing procedures should be performed in a specially 
prepared aree that hes a dry, smooth surface free from dirt, grease, and 
abrasive or sharp particlea, Do not walk on slides. 

WARNING; EVACUATION SLIDES ARE INFLATED BY HIGH PRESSURE GAS (NITROGEN). 
BE EXIREMELY CAREFUL WHEN HANDLING SLIDES TO PREVENT IUADVERTENT 
INFLATION, WHICH COULD CAUSE INJURY TO PERSONNEL OR DAMAGE TO 
EQUIPMENT. 


Read through entire procedure tefore starting to pack the slide, 


Pools and Equipment Required 
NOTE: Equivalent substitutes may ve used instead of the following listed 


itens, 
Iten Чеде Husber — Manufacturer Use 
A Vacuun Local Deflate and inflate 
cleaner slide 
в Trusre pliers Install lockrings in 


release device 
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Item Nome Number Manufacturer Use 
C Mercury 
manometer Local Check slide pressure 
during leak test 
р Balloons, (2), Local Hold flappor valve 
2-inch, round during deflation of 
slide 
Е Shot bags (2) 15 1b mín Local Bold slide for 
folding 
F Packing paddle Local Pack cover flaps in 
(увод) valise 
© Safety plug ANGI4-6D Local Plug inflation bottle 
(2) outlet valve 
M Tost adapter 1038 Pacific Inflet- Adapt deflation valve 
ebles Company ќо inflate slide 
during leak test 
I Cotton thread . ü T/S Local Safety tie slide puli 
pin 
J бойоп thread 100/3 American Thread Safety tie manual 
(black) Company operation pins on 
aft slides 
к Tape PPP-T-60, Tape clasp of slide 
(3/h-inch) Туре 3, release device 
Class 1 
„ Nylon thread — V-7-295, Safety tie release 
Size E, рїй tp webbing on 
Cless 1 slide 
D Safety plug AN806-6 Plug inflation hose 


during slide pressure 
test 
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3. Removal/Inataliation Evecuntion 81440 ond Container (See Figure 201.) 


А, Remove Slide and Slide Cover (Emergency Exit, Type I) 
WARNING: TO PREVENT XHADVENPEN? INFLATION OP SLIDE, HANDLE WITH CARE. 


MAKE CERTAIN THAT INFLATION LANYARD IS NOT PULLED DURING 
PROCEDURE, 


(1) Remove evacuation slide cover fron the exit door by inserting suitable 
tool into latch slots at botton of covor and lifting latoh pine out of 
strikers on floor. 


(2) Disengage hold-in strap from door back panel and remove holdin strap 
from loop in end of slide cover retaining strep. 


(3) Disconnect inflation lanyard from backup handle by disengeging lanyard 
from quick disconnect fitting at ring on girt ber, 


(4) Carefully remove inflation lanyard through ring in girt Бах. 


CAUTION: PERFORM THIS STEP WITH EXTREME CARE TO PREVENT INADVERTENT 
INFLATION OF THE SLIDE, DO КОР PULL INFLATION LANYARD, 


(5) Release girt ber from floor fittings. 


(6) Holding eir bottle, tip alide invard and remove elide from pocket in 
door. 


В. Instell 81ide and Cover (Euergeney Exit, Type 1) 


(1) Make certain that inflation bottle Pressure gage indicates 3000 (2300) 
psi. 


(8) Place slide into pocket in exit door víth inflation bottle resting on 
snubber cover. 


(3) Join glove fasteners on slide to door back panel. 
(4) Carefully install girt bar into giri bar floor fittings. 
(5) Place backup inflation handle on girt. 


(6) Run infiation Yenyará through ring on girt bar and engage Lanyard to 
the quick disconnect fitting on tho backup handle. 


CAUTION: PERFORM THIS STEP WITH EXTREME CARE TO PREVENT INADVERTENT 
INFLATION OF THE SLIDE. DO NOT PULL INFLATION LANYARD, 


(T) Run Води strap of slide through loop on end of slide cover retaining 
strap. 
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(8) Attach hold-fn strap to glove fastener on door back panel, 


(9) Place slide cover into position ensuring the latch pine are securely 
soated in strikers on floor. 


(20) Push 91540 cover outboard and insert lip of gover into mating groove on 
door. 


NOPE: Prior to securing the slide cover, verify the prassure дава 18 
properly aligned with viewing window in covor. 


с, Remove Blide and Slide Container (Passenger and Service Doors) 


(1) Release spring-loaded сотос fasteners at sid. 


of each container nount- 
ing bracket on door. 


(2) Remove slide container from mounting brackets. 
(3) Move slide girt ber out of brackets on front of container. 
(u) Open container and disconnect container unlatching cable, 


WARNING; 10 PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD XS HOT PULLED AT ANY TIME. 


(5) Remove slide from container. 
P. ‘Install Slide and Slide Container (Passenger and Service Doors) 


(1) Position slide in container so that pressure gage will be visible 
‘through container window when container is closed, 


(2) Connect container unlatching cable to cable on girt ber and close 
container. 


WARNING: TO PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS NOT PULLED AT ANY TIME, 


(3) Place girt bar in brackets on front of container, 


(u) Install container on mounting brackets on door and secure with camloc 
i fasteners. 
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№, Removal/Instaltation Evacuation Slide and Inflation Bottle (Emergency Exit, 


"ype Т) (бег Figure 202.) 


A. Remove Slide end Inflation Bottle from Valige . 


а) 


(2) 
(3) 
H 
(5) 


(6) 


(т) 
(8) 


(9) 


Remove packed 61440 fron соль пог and placo 51440 on propared surfaco 
with pressure gage facing up, 


ING: 70 PREVENT INADVERTENT INFLATION OP SLIDE, BE CAREFUL NOT 70 
| PULL FIRING LANYARD, 


Open fasteners on both sides of valise, 

Release pull pins attached to firing lenyerd, 

Disconnect firing lanyard quick-disconnect fitting. 

Disconnect flexible hose from inflation bottle valve and insert safety 

plug (21014-60) in valve outlet (two outlets on each aft slide, one 

Outlet on each forvard slide). 

CAUTION; SAFETY PLUG WILL PREVENT DISCHARGE OF COMPRESSED AIR FROM 
BOTTLE BUT WILL NOT PREVENT ACTUATION OF VALVE. ВЕ CAREFUL 
WREN HANDLING INFLATION LANYARD TO PREVENT ACTUATION OF VALVE. 

Disconnect swivel end of flexible hose from aspirator valve inlet (two 

inlets on esch aft slide, one inlet on each forward slide), Cap all 

openings to prevent entry of foreign matter. 

Remove cover from release device. 


MA 
Remove bruare lockrings and separate device. Replace rings loosely in 
device cavity вла replace cover, š 


Untie drawstring around inflation bottle and remove bottle from pocket 
on slide, 


B. Inotell Slide and Inflation Bottle in Valise 


о) 


{2) 


des те 


Unfold slide on prepared surface with slide surface facing down, 


Рон: TURN ON-OFP NYLON SCREW FASTENER (ON-OFF SWITCH) TO OFF 
POSITION TO PREVENT ATR FROM ENTERING TAPES. 


Connect vacuum cleaner to deflation valve and inflate slide to томе 
mately 2.0 pol. 


NOTE: Installation of inflation components is most easily accomplished 
with slide inflated. 
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Check that inflation bottle pressure gage indicates 3000 (#300) раз. 


WARNING: “O PREVENT INADVERTENT ACTUATION OF INFLATION BOTTLE VALVE, 
BE CAREFUL NOT TO PULL INFLATION LANYARD DURING FOLLOWING 
PROCEDURES. 


Position inflation bottle in pocket in slide end tic drawstring tightly 
around bottle поск, 


Using new O-rings, connect avivel end of flexible hose to aspirator 
inlet on slide (two places on cach aft slide; one place on each forward 
slide), Tighten end fittings to torque of 100 inch-pounds, 


CAUTION: USE CORRECT TOOLS WITH SXTREME CARE TO PREVENT CREATING BURRS 
OR SHARP EDGES ON INFLATION COMPONENTS. BURRS AND SHARP 
БРОЕЗ CAN PUNCTURE SLIDE AND CAUSE FAILURE IN SERVICE. 


Using new O-rings, connect flexible hose to inflation bottle valve (two 
places on each aft slide, one place on each forward slide). Tighten 
end fittings to torque of 100 inch-pounds. 

"Ме slightly inflated balloon between aspirator valve and guard (tuo 
places on each aft slide, one place on each forvard slide) to brock 
valve during deflation of slide. 

Connect suction side of vacuum cleaner to defletion valve and completely 
leflate slide. Remove vacuum cleaner and install deflation plug. 
Torque 5-10 ineh-pounds) make certain sir does not reenter slide. 
CAUTION: DO NOT WALK ON SLIDE. 

Position the nylon on-off switch to "ОН" position and close cover, 

Fold bottom of slide up and over at fold merk 1. 


NOTE: 


In Step (10) end subsequent folding steps, follow fold marks and 
numbers stoncílod on slide. Use shot bags whore necessary to 
hold folds 5 position, 


Fold slide up end over at fold park 2. 

Remove cover from release device. 

Connect release device, instal) truare lockring, and replace cover, 
Using vacuum cleaner, evacuate all air from slide, 

Position inflation pull handle on blue velcro patch, 

Fold left side of slide up and in at fold mark 3. 


Fold left side of slide up and out et fold mark k. 
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(38) Fold right side up and in at fold mark 5. 


(19) Fold right side of slida up and out st fold mark 6 по that dimension 


across folded slide does not exceed 35 inches. 


(20) Fold aide down and under at fold mark 7. 

(21) Fold elide up and over at fold mark 8. 

(22) Fold slide down and under at fold mark 9. 

(23) Fold slide up and over at fold mark 20, 

(21) Fold slide up and over at fold mark M. 

(25) Position valise over folded slide and fold slide under at fold mark 12. 
(26) Secure inflation bottle straps. | 

(er) Thread pullup corde through eyelets on valise. 


(28) Remove balloons from aspirators. 


WARNING: FAILURE TO REMOVE. BALLOONS MAY RESULT IN SLIDE FAILING TO 
INFLATE, 


(29) Tighten pullup cords end secure top pull pins (three places on each 


Фуре I exit slide). Safety Ме and pull pin with h. k T/S cotton thread. 


(30) Using wooden packing paddle, tuck in valise cover flaps. 


(31) Install packed slide in conteiner (see Paragraph 3). 


Removal /Inetaliation Evacuation Slides (Pessenger and Service Doors) 


(Gee Figure 203.) 
-Install Slide - Packing Procedure 


NORE: Read entire procedure and review illustrations before attempting to 
pack Slides, 


(4) Unfold elide in upside down position on clean, smooth surface. 


CAUPION: TURN ON-OFF NYLON SCREW FASTENER (ON-OFF SWITCH) TO "оке" 
` POSITION TO PREVENT AIR FROM BUTERING TAPES, 


NOTE: Do not valk on slide, 
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Using а source of clom, dry compressed air, inflate el lde to relief 
valve operating praseure. 


NOTE: Relief valve will opon at 2,87 psi and olone at 2,50 рві, 
Chock oir sylinder pri 


Bure (seo Paragraph 6A). 


lnatall air oylinder in cylinder sling with pressure gage facing away 
from girt and secure by snapping retaining strap around cylindor, 


WARNING: ТО PREVENT INADVERTENT INFLATION OF SLIDE, MAKE CERTAIN THAT 
INFLATION LANYARD IS NOT PULLED DURING PACKING PROCEDURES, 


Conneot flexible hose to cylinder making certain hose is free of forced 
vends or kinke, 


Turn slide over, 


WARNING: ВЕ EXTREMELY CAREFUL WHEN TURNING SLIDE TO PREVENT INADVERTENT 
INFLATION OF SLIDE. 


Insert end of vacuum elesner hose into jet pump on valve side. 

Таре or plug both jet pumps to prevent reentry of air. 

Start vacwum cleaner and deflate slide with edge of rail tubes lying 
along edge of main body tubes, Width of slide should be approximately 
52 inches and outboard longitudinal seems should be facing up. 

NOPE: Evacuate as much air as possible fron slide, 

‘Tighten inflation valve and snap cover in place. 


Place On-Off nylon screw (On-Off sxitch) to "ON" position and close 
covor. 


On forward slides, fold all corners of slide to fom a point. 
On aft slides, pack extendible portion as follows: 
(а) Тау extendible portion of slide flat. 


(b) Fold extension by making 1-1/2 accordion folds end flatten folds 
neatly within the restraint, 


(о) Join corner flaps of restraint under bottom flap by threading first 
loop through gxormet, Facing the restraint, thread each loop through 
the grommets of the top and bottom flaps and preceding loop, starting 
from the right (see Figure 203, Sheet 2). 
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(a) Install nylon pin through Lest loop and safety tie pin with cotton 
thread. 


(a) Attach oxtendible olide portion pull handle to Veloro patoh on 
bottom of girt (вео Figure 203, shoot 8). 


Rota! 


air oyliuder oo that pressure gage faces up. 

Fold both edgas of slide up end inverd approximately 15-1/2 inched 00 
that slide width io 22 to 23 inches; push Jet pumps in to а dimension 
of 23-1/2 inohes and tuck slide material at jot puspa in to width of 
18 inches or less (girt width), 

Fold slide lengthwise so that cylinder sling is exposed. 

Position canvas container under elide; bring top flap of container 
under alide; bring top flap of cylinder stowage section and top flep of 
containor up inside oylindor slings position cylinder and close Veloro 
closure along back to enclose cylinder and power pack. 


Roll jet pumps and make short accordion fold to dimensions shom in 
Figure 203, Sheet 3, Keep elide square with container. 


HOPE: Dimensions specified-are all mexitum, Do not allow folds beyond 
dimension, as folds have tendency to spread during packing and 
may exoced container capacity. 


Tuck all excess material between girt and jet рипрв neatly within width 
of girt (18 inches). 


Fold slide undor until edge of hole in girt is even vith container. 
Fold slide lengthwise end join tab and clasp by inserting bead end of 
tap in cylindrical-shaped portion of olasp, making certain tab ів 
positioned in center of clasp, 
HOTE: Do not twist tab or clesp hefore joining, Heke certain that fit 
Ав smooth end that material on edge of baad is not folded back 
into slot. 
Tape clasp with two complete loops of 3/lminch баре, 
Accordion fold slide, making each fold us conpnot and neat ae possible, — . 


Close canvas conteiner, meinteining dimensions shown on Figure 202, 
Gheet 3 өз follows: 


(a) Hold folds down апа towards oylinder, 


(0) Shift folds es necessary to make olide fit container, 
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(c) Tuck in point of first fold to square slide. 
(а) Pula container around folded slide, 
NOTE! If canvas container cannot be closed, adjuct eaoh fold 
starting with first one until folded slide wii fit within 
container. 


(e) Install tene strip by engeging half of strip on bottom flop of con- 
tatner and other half on top Пар. 


(25) Install ved through gromuet on canvas container, ueking certain that 
Wobbing to tear strip is positioned under loop im container. 


(26) Xneert pin through loop and safety tie with nylon thread as follows: 


(a) Hoke three tight loops adjacent to wob loop on tip end of pin end 
secure vith two half hitches to anchor pin to web loop. 


(v) Extend thread ende to ceble side of pin and secure with two tight 
half hitches against pin. 


(с) Tie ends of thread with three overhand knots. 
(27) Remove all tape from jet pumps. 


CAUTION: MAKE CERTAIN THAT ALL ТАРЕ IS REMOVED FROM JET PUMPS, TAPE 
INADVERTENTLY LEFT ON PUMPS WILL CAUSE FAILURE IN SERVICE. 


(28) Install inflation lenyerd on Velcro patch, 

(29) Loop excess air cylinder cable in elestic web inside container flap. 
(30) “ie power pack lanyarà to webbing on tear strip with double half bitch, 
(31) Fold girt end join Velcro tape. 


(32) Instali SU de in door mounted container (seo Paragraph 3, Step В), 
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6. Inopection/Check Evacuation Slides 


А. Geck Мг Cylinder Frossure 


(1) check sir oylinder pressure, Pressure reading оп air cylinder gage 
ohoula be within 3 percent of value listed at temperatures liotod 


valovi 
Preunure (psi) А Temperature 

3190 13.9?c (1659) 
3415 - 77. Lë (125%) 
3250 2009р 
3000 ER Re 1096, 
2100 0,090 ( 32°F) 
2125 =11,8°c | ОР) 
2210 28.990 ( ren 
2100 -10.006 


1815 53.90 сөз 
B. Evacuation Slide Pressure Check (Passenger and Service Doors) 


(1) Remove slide from container and unfold slide on clean, smooth area, 


WARING; то PREVENT INADVERTENT ACTUATION OP AIR СҮ: vars 
MAKE GERPAIN THAT INFLATION LANYARD IS NOT PULLED АТ AY 
тм, 


(2) Disconnect air cylinder hose from elide end plug hose with АН806-6 
fitting. 


(3) Hake visual check of slide for cuts, abrasion ereas, frayed cordage, 
š bare wires, and damaged grommets, 


(h) Using vacuum cleaner or source of dry, filtered compressed eir con- 
nected to inflation valve, inflate slide to relief valve operating 
pressura., Check that valve opens at 2.87 (£0.25) pai and closes at 
2.50 (£0.25) ysi, 


, НОГЕ: Mossure pressure with mercury manometer or gage calibrated in 
ineremente of 0,1 pai or lesa. 


(5) Reduce slide pressure to 2 рад, Allow lide to stand for 1 hour. 


(6) Check pressure. If pressure has dropped, raise pressure to 2 psi 
again and let stand for В hours. 
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Check pressure after four hours. Allowable pressure drop is 0.5 psi. 


НОТЕ: Slide pressure is affected by barometric pressure and temperature 
changes. Record temperature and barometric pressure at the begin- 
ning of the pressure checks and wake corrections as follows: 


(а) То correct for ћемрагафиге, subtract 0,1 psi for every 1.7°C (3°F) 


rise in temperature or add 0,1 psi for every 1.790 (3°F) drop. 


(b) То correct for barometric conditions, add 0.1 gei for every 0.2 inch 


(8) 


of mercury that barometric pressure has increased or subtract 0.1 pai 
for every 0,2 inch of mercury that barometric pressure has dropped, 


Fold and pack slide (see Paragraph 5). 


C. Evacuation Slide Pressure Check (Euergency Exit, Type I) 


(1) 
{2) 
(3) 
09 


(5) 


(6) 


Wu 
(8) 


(9) 
(10) 
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Remove slide and container (see Paragraph Ш). 
Remove slide fron container and unfold slide on prepared surface. 
Connect source of cleon, dry compressed air to deflation valve. 


Using test adapter, inflate slide until relief valve opens, and record 
pressure, Maximum allowable relief pressure is 3.7 ($2) psi, 


Record pressure at which relief valve reseats. Minimum allowable 
resonting pressure is 2,9 (22) psi. 


Reduce pressure in-slide to 2.7 poi. 


NOTE: “est pressures speoified.are for a temperature of 21,1°C (70°F), 
Mir pressure witbin tho slide will be affected by chenges іп 
temperature and barometric pressure. Record temperature and 
varonetric pressure at beginning and end of test and correct 
final readings as follows: Correct for temperature by adding 
0.1 psi for every 1.7°C (3°F) drop and subtracting 0,1 psi for 
every 1.7°C (39F) rise. Correct for barometric conditions by 
adding 0.2. рві for every 0.2 inches of mercury that the baro- 
metrio pressure increases and subtracting 0.1 psi for every 
0.2 inches of mercury that the barometric pressure drops. 


Check pressure after 2 hour, If pressure has dropped, increase pressure 
to 2,5 pad. : 


Check pressure after 2 hours. Maximum allowable pressure drop is 
0.25 рві when corrected for temperature and barometric pressure changes. 


Fold and pack slide in valise as described in Paragraphs № and 5. 


Install slide end container on door (see Paragraph 4). 
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ESCAPE TAPES - DESCRIPTION AND OPERATION 


Description 


Езовуе tapes aro installed in the main cabin area end the flight conpart~ 
nend. In the 10-8-50 those tapes are located at the four overwing emergency ~ 
exite and at the forward service door, In the 0С>8Р-50 chose tapes are 
Зосвфей at the four overwing emergency exito and at tho forward passenger 
door. In the [058-60 one escape tape is installed above each overving 
emergency exit. Tho tapes for the emergenoy exits are stowed in containers 
behind the stowage rack back panels and are accessible through access doors 
adjacent to the exite, The loose end of the tape hangs down out of the 
door Aarb (see Figure 1), me end of the tape ín inserted into tho exit 
door botween the líning panel end the door structure, One end of the tape 
ie attached to the structure inside the container, Тһе tape at the 00-8-50 
вогуісе door and the 10-8Р-50 passenger door is stowed in a compartment 
behind the door Lining and must be attached to the fittings installed in ` 
the upper door jamb before it із usable. 


Two additional escape tapes are installed in the flight compartment for 
evacuation of tho flight comportment personnel. These tapes are coiled in 
containers located above and slightly aft of each clearview window. One 
end of the tape is attached to the structure inside the containers, 


WARRING: ESCAPE TAPES MUST BE SECURELY ATTACHED TO AIRPLANE STRUCTURE TO 
BE READY FOR EMERGENCY EVACUATION OF CREW AND PASSENGERS FROM 
AIRPLANE, 
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ESCAPE TAPES = DESCRIPTIC 


OPERATION 


1. Description 


А, Fou escape tapos aro instoliod in tho main cabin area, Those tapos ако 
installed above the overwing enorgoncy oxits іш the cabin, Tae tapes are 
stowed in containers behind and are accessible through the upper sidewall 
panels above the overhead storage racks, Tho loose end of the tape hangs 
down out of the door Jamb (seo Figure 1). This ond of the бара ів inserted 
into the exit door betwean the Lining panel and the door structure prior to 
closing and latching the door, Тһе other end of the tape 10 attached to 
the airplane structure inside the tape container, 


B. Two additional escape tapes are installed in the flight compartment for 
evacuation of the flight compartment personnel. These tapes are coiled 
In containers located above ard slightly aft of each clearview window. 
One 215 of the tape is attached to the airplare structure inside the 
container. 


WARNING: ESCAPE TAPES MUST BE SECURELY ATTACHED TO AIRPLANE STRUCTURE 
7777 ТО BE READY FOR EMERGENCY EVACUATION CF CREW AiD PASSEJGERS 
FROM AIRPLANE, 
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ESCAPE TAPES - DESCRIPTION AND OPERATION 


Desoription 


Four escape баров ore installed in the main cabin aren, These tapes аге 
installed above the ovorwing cmergenoy exits in the cabin. “ho tapos aro 
stowed in containers behind and are accossible through the upper sidovall 
panels above tho overhead stowage racks. The hook end of the tape іш 
stowed in a retainer clip in the upper door jamb, and a puli tab hangs 

down out of the door jamb (see Figure 1). This end of the tab is inserted 
into the exit door between the lining panel and the door structure prior to 
closing and latching the door, ‘The other end of the tape 16 attached to 
the airplane structure inside the tape container. The tapes attach to wing 
fittings when used in ditching proceedures. 


Two additional escape tapes are installed in the flight compartment for 
evacuation of the flight compartment personnel, ‘These tapes are coiled 
in containers located above and slightly aft of each clearview window. 
One end of the tape із attached to the airplane structure inside the 
container. 


WARNING: ESCAPE TAPES MUST BE SECURELY ATTACHED TO AIRPLANE STRUCTURE TO 
ВЕ READY FOR EMERGENCY EVACUATION OF CREW AND PASSENGERS FROM 
AIRPLANE. 


25-60-2 
CODE 3 
Ster 


EE 


DOUGLAS АЈАСВАН CO. 


BOR-A SIXTY SERIES 
IARINTÉRANCE MARUAL 


ESCAPE МНЕ 
STOWAGE BOX 


HA2-7319 
25-60-2 Ovorwing Косаро Тарсо--- Typical 
CODE 3 Figure 1 
Page # m 


BOUCLAS AIRCRAFT co. 


BEE питу БЕРМЕ 
МАШТЕНАНСЕ MANUAL 


ESCAPE TAPES - MAINTENANCE PRACTICES 


1. General 


А. The overwing emergency exit евсар» tapon are folded an) the flight compart- 
ment escape tapes are coiled, 


| 2. Евсара Tapes - Packing Procedures (Seo Figure 201) 
А. Overving energency exit escape tapes. 
| (1) Lower overheud stowage racks (вес 25-25-0). 
(2) Remove upper side panel above overhend stowage racks. 
(3) Remove escape tape container cover. 
і (h) Pack escape бар? into container, 


NOTE: Packing procedures “or the forward overwing exit escape tapes 
— is different chan for the aft oversirg exit escape tapes. 


(5) Install escape tape container cover, 
(6) Instali upper side panel above cverkeail stowage rack. 
(7) Raise and secure overhead stowsge rack. 
В. Flight corpartcent escape tapes. 
(1) Remove escape tape container cover. 
(2) Coil escape tape as tight M possible und place into container, 
(3) instal. escape tape container cover. 


3. Inspaction/Check - Escape Tapes 
А, Орап and rei 


eve overding energency exit door, 


T. Pull tape from container by pulling ved-colored ens of tape hanging in the 
exit opening, 


ПОТЕ: Таре should cone down freely. 
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Chack length of escape tape. 
NOTE: Escape tape, when fully extended, should reach from its container, 
777" out the emorgenoy exit, and over tho wing either forward or att, 
end дойп to the ground. 
Check condition of escape tape for fraying, bears, cuts, deterioration, ete. 


Chock that escape tape is securely anchored to the airplane structure by 
hanging а heavy weight on the ground end of the tape. 


Pack escape tape into container (see paragraph 2A). 
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ESCAPE TAPES 


MAINTERANCE PRACTICES 


1. general 


A. me ovorwing emargoncy exit escape tapes are folded and the flight comparte 
tant escape tapes аға coiled. 


2, Escape Tapes - Packing Pr-ceduros (See Figure 201) 
А. Overwing emergency exit escape tapes 
(1) Remove liferaft and Jiferaft containers fron overhead stowage racks. 
(2) Lower “overhead stowage racks (see 25-25-0). 
(3) Remove upper side panel above overhead stowage racks. 
(4) Remove escape tape container cover. 
(5) Pack escape tape into container (see Figure 201). 


NOTE: Packing procedure for the forward overxing exit escape tapes 
7777 is different than for the aft oversing exit escape tapes. 


(6) Install escape tape container cover. 
(4) Install upper side parel above overhead stowage rack (see 25-25-0). 
(8) Raise and secure overhead stoxage rack. 
(9) Install liferaft container and liferaft in overhead stowage rack. 
В, Flight compartment escape tapes. 
(1) Remove escape tape container cover, 
(2) Coil escape tape as tight as possible and place into container. 
(3) Install escape tepe container cover, 1 
3. Inepsction/Check ~ Escape Tapes 
A. Open and remove overwing emergency exit door, 


В. Pull tape from container by pulling red-colored end of tape hanging in 
the exit opening 


NOTE: “ape should come down freely. 
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6. Chock length of escape tape. 
NOTE: Escape tape, when fully extended, chould reach from ita container, 
— out tho emergency exit, and over tho wing either forward ст aft, 
and down to the ground, 
D. Chock condition of escape tape for fraying, tears, cuts detorioration,otc. 


E. Check that escape tape is securely anchored to the airplane structure by 
hanging a heavy weight on the ground end of the tape. 


F. Pack escape tape into container (see paragraph. 2A). 
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ЈАРЕ TAPES = MAINTENANCE PRACTICES 


„ The ovorwing emergency exit escape tapes are folded, or wound in кесі 
agsenblies, and the flight compartment escape tapes aro coiled. 


2. Евсаре Taper - Renoval/Inotallation Procedures 


A. Overwing Emergency Exit Tapes -- Removal 


о) 
(2) 
(3) 
Di 
(5) 


(6) 


Remove overwing emergency exit doors. 


Pull down tab attached to escape line snap and completely unwind escape 
line. 


Remove mood light from underneath overhead storage rack. 
Remove hub bolt that retains escape line loop in hub assembly. 


Remove guide roller from reel assembly, and guide roller from side 
panel to allow line to be free. 


Remove escape line from reel assembly. 


В. Overwing Emergency Exit Tapes -- Installation 


а). 


(2) 
(3) 
(hy 


(5) 


(6) 


Insert spacer into escape line loop and feed Joop up through channel 
and into reel assembly housing, until.loop is visible through bolt hole 
in hub. 

Insert bolt into reel assembly through escape line loop. 

Tighten retaining bolt. 


Install guide rollers in reel assembly and side panel, waking sure that 
line is between rollers. 


Wind up escape line by rotating rewind hex in direction of arrow on 
real cover. (Clockwise for L/H side, counterclockwise’ for R/H side 
‘windows, ) 


Apply а light tension on escape tape while winding to make a tightly 
wound tape. 


Slip snaphook into retainer pocket in side panel. 


NOTE: After escape line is installed in airplane, maximum direct load 
E required to pull line out of housing should not exceed 12 lbs. 
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(8) Install mood light in underneath side of overhead storage rack. 


Reol Asnembly-Overving Emergency Escape Lines-Removal 


(1) Remove overwing emergency escape doors. 


` (в) Remove corresponding mode Light from underneath side of overheat baggage 


rack, 


(3) Remove guide roller from aidowall panei, allowing escape line to cone 


free from sidewall channel, 


(№) Remove lino snap from pocket in sidewall, 


(5) Remove four mounting bolts from reel assembly, access is through mood 


Light opening. 


(6) Remove reel assembly through mood Might opening, feedi;g line up through 


channel in sidewall, 


Reel Assembly-Overwing Exergency Escape bínes-Installation 


(1) Insert reel assembly into position through opening of mood light, feeding 


escape line snap down through channel in sidewall panel, 


(2) Install four mounting bolts in reel assembly, and tighten bolts. ~ 


(3) Install escape line into channel іп sidewall and install guide roller. 


NOTE: After escape line is installed in airplane, maximum direot load 
Yequired to pull line should not exceed 12 lbs. 


(Ы) Insert line snap in retainer pocket in sidewall panel. 
(5) Install mood light in overhead baggage rack. 


(6) Install overwing exit doors. 


3. inspeotion/Check 


Check Overwing Emergency Escape Lines 


(A) Remove overwing emergency exit doors. 
(2) Remove line snap from retainer pocket in sidewall panel. 


(3) Pull out tape to full length, maximum direct load pull not to exceed 


12 ls. 


(4) Snap line to fitting on top surface of wing. This fitting is used for 


ditching procedures, (see Figure 201). 
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Make gure escape line, vhen fully oxtonded, vill reach over the edge 
of the ving and to the ground. 


Check condition of eocape line for fraying, tears, cute, deterioration 
ete, 


Remove corresponding mood light for lines being ohookod to gnin necese 
to reel assemblies. 


Rewind lines by rotating hex drives in the dircotion of arrows on reel 
housings, Apply a slight tension to Lines while rewinding to keep 
coil tight. 


Insert snap into retainer pockot іп sídewal panel. 
Install mood light in overhead baggage rack. 


Install emergency door exits. 
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ESCAPE TAPES - MAINTENANCE PRACTICES 


. 1. Qeneral 
A. "The ovorwing eaergenoy exit овсара tapos аха folded and tho flight comparte 
ment овоаре tapes are coiled. 


2. Bacape Tapos ~ Packing Procedures (See Figure 201.) 
А. Overwing emergency exit escape tapes. 

(1) Lower overhead stowage racks (see 25-25-0). 

(2) Remove upper side panel above overhead stowage racks. 

(3) Remove escape tape container cover. 

(u) Pack escape tape into container by storing hook into retainer clip in 
door jamb and folding the remainder of tape into container (see Fig- 
gure 202 end 202). Pull down tab should hang down out of door jamb. 

7 (5) Istell escape tape container cover. 
(6) Install upper side panel above overhead stowage rack. 
(T) Reise and secure overhead stowage rack. 
B. Flight“tompartuent escape tapes. 
(1) Remove escape tape container cover. 
(2) Coil escape tape as tight as possible and place into container. 


(3) Install escape tape container cover. 


3. Inspection/Check - Escape Tapes 
A. Open-and renove overwing emergency exit door. 


В, Pull tape fron container by pulling red-colorod end of tape hanging in the 
exit opening. 


NOTE: Tape should come down freely. 
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C. Check length of escape tape. 


NOTĘ: Eecepe tape, when fully extended, should reach from ite container, 
out the emergency exit, and over the ving either forward or aft, 
and down to the ground, and also to the hook fittings on eaoh wing 
used for ditching. 


D. Check condition of escape tape for fraying, tears, cuts, deterioration, oto, 


E. Check that escape tape is securely anchored to the airplane structure by 
hanging а heavy weight on the ground end of the tape. 


r. Pack escape tape into container (see paragraph 2A). 
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DESCRIPTION / 


Deacription 


А, The evacuation slide pressure regulator is an inlin) type regulator, The 
regulator is installed botween the pressure bottle and tho evacuation slide. 
The regulator is approximately six and one-half inches long and weighs 
approximately three-fourths of а pound, : 
8, The pressure regulator reduces the pressure from the pressure bottle to the 
jet pump from 3000 pei to approximately 800 psí. Pressure flowing through 
the jot pump picks up additional volume and experiences a pressure drop. 


mie provides a terminal pressure of epproxirately 2 psi in the evacuation 
sMde, 
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EVACUATION SLIDE PRESSURE REGULATOR - MAINTENANCE PRACTICES 


1. Genera) 


А pressure regulator for each inflatable slide is located on the ceiling 
panel adjacent to each slide door. The regulator is to the right when 
facing inboard, 


2. Removal/Inovallation of Pressure Regulator 
А, Remove Regulator 

(1) Open slide door. 

(2) Remove evacuation slide from slide compartment (see 25-60-1). 

(3) Release bottle pressure to zero by slowly backing off filler svivel nut 
adjacent to pressure gage. After pressure is reduced to zero tighten 
filler nut. 

(b) Remove pipe that connects receiver discharge valve to pressure regulator. 

(5) Disconnect inflation line fron pressure regulator. 


скузто! 


CLAMP OR OTHERWISE SECURE THE LINE TO THE CEXLING PANEL 70 
AVOID HAVIUG THE RELEASE CABLE PULLED FREE OF THE DISCHARGE 
VALVE. 


(6) Remove screws and clamps that attach pressure regulator to mounting 
bracket. 


(1) Remove pressure regulator. 
B. Install Regulator 
(2) Clamp pressure regulator to ceiling panel. 


NOTE: Position the regulator on the bracket so that the large end is 
ç toward the slide door opening. 


(2) Install pipe connecting receiver discharge valve to pressure regulator. 
(3) Connect inflation line to large end of regulator. 

(uh Charge receiver to 9000 (2100) psi. ` 

(9) Leak test connection (see 25-60-1). 


(6) Install evacuation slide (see 25-60-1). 
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EVACUATION SLIDE INFLATION BOTTLE - DESCRIPTION AND OPERATION 


mere is ап evacuation slide inflation bottle located adjacent to each 
inflatable slide. ‘the forward inflation bottles and slides are located 
abovo the passenger and service doors in the DC-8/8F-50. ‘They have a сврас- 
ity of 200 cubic inches. Bach bottle weighs approximately 7 1/2 pounds and 
Пав a díeneter of 7 1/2 inches, 


The aft evacuation slide inflation bottles are located adjacent to each 
inflatable slide, ‘The inflation bottles and slides are located above the 
Passenger and service doors in the DC-8/8P-50, They have a capacity of 300 
суо inches. Each bottle weighs approximately 10 pounds and has a diameter 
of 8 1/2 inches, 


The inflation bottles іп the DC-8-60 are an integral part of the evacuation 
8lídes. 


All inflation bottles are charged to 2000 (2100) psi with either air or dry 
nitrogen. 
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EVACUATION SLIDE INFLATION BOTTLE ~ MAINTENANCE PRACTICES 


1, Removal/Installation InfXation Bottle (DC-8/BP-50) 


M 


Romovo Bottle 


(1) Open slide door. 2 


(e) Remove avacuation slide from olide compartment (see 25-60-1),. 


(3) Release bottle pressure to zero by slowly backing off filler swivel nut 


adjacont to pressure gage. After pressure is reduced to zero tighten 
filler nut, 


(M) Remove pipe between pressure regulator and bottle discharge valve. 


(5) Pull cable free of discharge valve. 


(6) Remove three bolts and spacers attaching bottle to fuselage structure. 


(T) Remove bottle. 


в, 


Install Bottle 


(X) Position bottle and attach it with the three bolts and spacers. 


{2} Install pipe between bottle discharge valve and pressure regulator. 


(3) Install pull eable in discharge valve as follows: 


(a) Remove discharge valve cover plate. 
(о) Lift internal cam off axle and out of valve housing. 


(е) Thread release cable end through nylon guide on valve and insert in 
hole in, rin of cam. 


NOPE: Тһе end of the cable should be inserted 5/16 of an inoh in the 
hole of the cen. 


(а) Rotate cam approximately 30 degrees while holding cable in groove of 
сал, 


(e) Install cam on axle in valve housing. 


(f) Rotate cen until spring clip engages ball detent indicating valve is 
closed. 


(g) Install cover plate on valve. 


25-60-1 
сова 


Feb 15/68 е Раво 201 


0) 
(5) 
(6) 


Bei GLAS AIRCRAFT со. INE 


BG! BIXTV GAREG 
RAINIÉNAHCE MANUAL 


en) Safety сол in closed position with an inspection seal assembly (Air- 
Cruiser Part Но, 15A19016-1). 


Charge bottle to 3000 (3100) psi. 
Leak teet oi) connectióne (see 25-60-1). e 
Xnotall evacuation slide (see 25-60-1), 


0, Check Bottle Š - - ^ der 


о) 
(ә) 
(3) 
(h) 
(5) 


Chock evacuation slide inflation bottle for accoptable pressure reading. 


Моке certain filler nut is tight, 


Check all connections for leakage (see 25-60-21). 


Make certain cam on discharge valve is safetíed with lockwire, 


Check three attached bolts for security. түге 


2. Removel/Installation - Inflation Bottle (DC-8-60) 


A. Remove Inflation Bottle 


(1) 
(2) 


G) 


(4) 
6) 


The following procedures are applicable for the removal and installa- 
tion of the inflation bottles Гог the evacuation slides mounted on 
the passenger and service doors only. To remove the inflation bottle 
оп the Туре I emergency exit door slide requires the unpacking and 
repacking of the slide (see 25-60-1). 


Remove evacuation slide from door mounted container and place on floor. 
Loosen tie strap around neck of bottle. 


WARNING: TO PREVENT INADVERTENT INFLATION OF SLIDE, BE CAREFUL NOT TO 
_ PULL FIRING LANYARD, 


“Disconnect firing lanyard at quick disconnect fitting. 
КОТЕ: Do not disconnect firing lanyard fron bottle. 


Disconnect hóse fitting at pressure valve, 


Remove inflation bottle from pocket. 
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9. Ingtel) Inflation Bottle 


а) 


(2) 


(3) 
(4) 
(5) 
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Blide bottle into pocket on slide, 


PARHINO: TO PREVENT INADVERTENT INFLATION OF SLIDE, BE CAREFUL HOT TO 
PULL FIRING LANYARD. 


Connect hose fitting to pressure valve, 

NOTE: Torque hose fitting to 100 inch pounds, 
Connect firing lanyard to quick disconnect fitting. 
‘Thghten tie strap around neck of bottle, 


Install evacuation slide into container mounted on door (ste 25-60-1). 


Aug 1/60 
тама 95%. 


2. Rewovol/Inatallation - Inflation Bottle 


NOTE: Тһе following procedures are applicable for the remove) and install. 


A. Remove lat fon Bottle 


D) 


(2) 


(3) 


о) 
(5) 


В. Install Inflation Bottle 


а) 


(2) 
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EVACUATION SLIDE INFLATION BOITLE - MAINTENANCE PRACTICES 


tion of the infletion bottles for the evacuation slides mounted on the 

seuger ond service doors only, To rezove the inflation bottle on 
the Type I emergenoy exit door slide requires the unpacking and 
vepacking of the slide (вее 25-60-1). 


Remove evacuation slide from door mounted container and place on a clean, 
dry surface, 


Loosen tie strap around neck of bottle. 


WARNING: ТО PREVENT INADVERTENT INFLATION OF 517 F, BE CAREFUL NOT TO 
PULL FIRING LANYARD. 


Disconnect firing lanyard at quick disconnect fitting. 
NOTE: Do not disconnect firing lanyard from bottle. 
Disconnect hose fitting ot pressure valve. 


Remove inflation bottle from pocket. 


Slide bottle into pocket on slide. 


WARNING: TO PREVENT IUADVERTRUT INFLATION OF SLIDE, BE CAREFUL NOT TO 
PULL FIRING LAMYARD. 


Connect hose fitting to pressure valve. 

HOTE: Torque hose fitting to 100 Inch pounds. 
Connect firing lenyard to quick disconnect fitting. 
Tighten tie strap around neck of bottle. 


Install evacuation slide into container mounted on door (see 25-60-1), 
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БМЕНОЕКСУ FLARE SYSTEM - DESCRIPTION AND OPERATION 


Description 2 Sieg 


In the event of an euergenoy lending ot night, a flare system ie installed 
in the airplane. This system, which is olectrically actuated, is mechani+ 
cally operated, It consists of two switches located on tho pilots’ over- 
hend switoh panel, two solenoids in the flare actueting mechanisme, two 
flare release mechanisms, and two emergency parachute Ғіңгев. Tha noienoids, 
release mechanisms, and flares are located behind the aft pressure bulkhead 
Зи the tail section, 


The flores are installed in two cylindrical containers conotructed of sheet 
olwsinun alloy, lined with felt. The containers are strap mounted to а dual 
bracket that is enclosed in a fireproof stainless steel box, ‘The flares 
are individually released by the solenoids, Each solenoid actuates a 
release mechanism that Jettisons thé flaro cover at the bottom of each flare. 
The release mechanisn is basically в spring-loaded hook and linkage assen- 
diy actuated by а solenoid trip lever. А pin velded to the cover seats in 
the release mechanisa hook holds the cover in place. Operating the control 
switches on the pilots’ overhead panel energizes the solenoids to actuate 
the flore rolease mechanism, disengaging the hook, releasing the covers, 

and allowing the flares to fall free. The colencids receive their power for 
the Uo. 2 and 2 release circuits fron the left and right 4-с emergency bus, 
through в cireult breaker, 


‘The flare ів separated into two sections: parachute container and candle 
сапе. It utilizes a parachute with a hangvire, pullout cord, ignition вес= 
tion, black powder, and fuse. The flares are long-duration parachute 
flores, rated at 300,000 candle power with а minimum burning time of 3 
minutes. At 2500 feet, this flare illuminates an area of 1 3/4 square 
miles, Тһе parachute drop rate is 500 feet per minute. 
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FLARE SYSTEM - TROUBLE SHOOTING 


1. Trouble Shooting 


КОЖЕ The trouble shooting for both the flares are identical. 


Possible Causes Isolation Procedure Correction 


A, FAE AND FLARE COVER WILL WOT FALL. FREE МНЕН FLARE RELEASE SWITCH IS 


PLACED IN RELEASE POSITION, 
(1) Circuit breaker Cheek circuit breaker, Close circuit breaker. 
open. 


(2) Switch faulty. With power applied check Replace switch. 
for voltege across switch. 


(3) Faulty wiring. ` Check wiring for shorts Rework or replace аз 
and opens, necessary. 


~ (M) Solenoid faulty. Check solenoid for an Replace solenoid. 
: open in coil. 


B. SOLENOID ENEROIZES BUT FLARE COVER AHD FLARE DOES ПОТ FALL FREE OF AIRPLANE. 
MOCK-UP FLARES SHOULD BE USED FOR THE FOLLOWING CHECKS. 


(1) Release mecha- With solenoid energized, Rework or replace as 
nism faulty. Check release mechanism | necessary. 
latch, see if it is in 
release position. Check 
evidence of application of 
dry lubricant on release 
mechanisa linkage. 


(2) Flare cover bent Check flare cover for Hework Or replace as 
or distorted. distortion or dents. necessary. 


С, SOLENOID ENERGIZES ANG: PLARE COVER FALLS FREE OF AIRPLANE BUT FLARE DOES 
NOT FALL FREE OF AIRPLANE. 


(1) Flare tube Check flere tube for dis- Rework or replace ав 
dented or tortion and dents. necessary. 
distorted, 
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EMERGENCY FLARE SYSTEM ~ MAINTENANCE PRACTICES 
2. genere 


+ The removal and installation procedure for both flores are identical, 


2, RBemoval/Instollation Emergency Flere 
А, Remove Flare 


(1) Ороп flare relense 1 and flare release 2 circuit breakers located on 
left ond right dec energency bus panel (see Chapter 2). 


WARNING: ТАС AND SAFETY THE CIRCUIT BREAKERS (SEE CHAPTER 20). 


(2) Open access door No. 62. 
(3) Remove fiare tube cover. 


CAUTION: THE FLARE LANYARD IS ATTACHED TO THE COVER. CARE MUST BE 
5 EXERCISED TO LIP? THE COVER ONLY FAR ENOUGH TO DISCONNECT THE 
LANYARD. 


(h) Disconnect lanyard and renove cover. 
HOTE: ‘Two men vill be required to perform the following steps. 


(5) Place в man directly under flare cover to maintain pressure on cover and 
to prevent dropping of flare and cover when released. 


(6) Manually trip flare release actuator (see Figure 201). 


CAUTION: MAKE CERTAIN THAT THE LANYARD IS CLEAR AND WILL NOT CATCH IN 
THE TUBE OR ОН THE STRUCTURE BEFORE TRIPFING THE ACTUATOR. 


(Т) Remove flare cover and flare, 
B. Inotell Phare 
(Y) install flere in flere tube, 


(2) Install cover, То install cover actuator must be tripped, Place cover 
in position and hit with heel of hand to latch in place, 


NOTE: Make certain that the latch is in the over center position by 
placing finger through the inspection hole and pushing up on the 
latch assembly, Check to make certain that the latch pin is 
securely inserted in the latch jave by looking through the 
inspection hole, 
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(3) Connect lanyard to flere tube cover. 
CAUTION: WHEN ATTACHING TRE LANYAKD TO THE COVER, CARE MUST ВЕ EXER- 
GIBED KOT TO PULL THE LANYARD UP 700 FAR ТО PREVENT IONITINO 
‘THE FLARE, И 
(8) Inetall cover, end safety with Ms 20999100 lockwire, 
-(5) слове cirauit breakers, 
(6) D access door. ^ 
б. rest 


HOPE! The test for both of the flares are identical. 


(1) Open flare release 1, and flare release 2 circuit breakers located on 
left and right 4-с emergency bus penal. 
VARNING: TAG AND SAFETY THE CIRCUIT BREAKERS (SEE CRAPTER 20). 
> (2) Remove flares (see Paragraph А). 
(3) Install rock-up flare in Ho. 1 flare tube (see Paragraph B). 
$ HOTE: Mock-up flares сап be made from heavy steel pipe, № and 1/2 inches 
x in diameter, 25 1/2 inches long. Тһе mock-up flere should weigh 
5 18 pounds, if the mock-up weighs more drill holes in the pipe to 
Obtain the proper weight, 
(%) Close flare release 1 circuit breaker, 
(5) Apply d-e power to airplane (see Chapter 21), 
(6) Place flare release Ио. 1 switch in flare release position. Flare cover 
end mock-up flare should fell free of airplane. i 
НОТЕ: Before releasing mock-up flare a method of catching the flare and 
Хде. klare cover must be provided. 
(7) Repeat steps 3 through 6 for flere lio. 2. 
(8) Insteli'flares (see Paragraph В), 
(9) Make certain flare release switches are in normal position end close . 
N circuit breakers. Б 
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EMEROENCY TRANSMITTER - DESCRIPTION AND OPERATION 


1. Description 


А, 


b. 


"he emergency transmittor is a complete portable unit deoígned to operate 
with the built-in hend cranked generator which supplies all the powor 
required to operate the unit. The emergency transmitter completo ayaton 
consiots of the following items, two antennas, a Kite, two balloons, two 
hydrogon gas generators, und а signal lamp, 


The kite 16 used to raise the antenna when the wind is above 7 wilen per 
hour, The balloons are used to raise the antenna when the wind is below 

T miles per hour. The hydrogen generators are ussd to inflate the ballaons. 
The complete system is enclosed in а water-tight bag. 


The emergency transmitting system 46 an AN/CRT-3 or better known ва the 
GIBSON GIRL, The unit transmits on two frequencies, 500 kilocycles or 

500 kilocycles and 836% kilocycles alternately depending on the position of 
the emission svitch. ‘The range of the transmitter during the daytime is 5 
to 300 miles ол 500 kilocycles, and 150 to 1500 miles on 6360 kilocycles. 
The range of the transmitter during the night шау be several thousand miles, 


The unit is installed in the crew coat room and 16 held in place with straps 
that have quick release type fasteners, 
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LiFERAFT COMPANTHENTS 


Donoription ~ DC-8-50 


‘The nain cabin io provided with eight liferaft compartments, installed 
behind hinged doors in the drop ceiling, Two are located in the forward, 
four in the center, and two in the aft drop ceilings. Two dampers are 
inotalled on each hinged door £o restrict the opening speed. Bungees аге 
inetn)led to close each door when the Xiferaft ka removed. A locking collar 
парз over the damper shaft to lock the door in the open position for lifo- 


raft loading. “he liferaft stowage compartments will accommodate either 
20-вап or 25-men liíferafts. i 


Deseription ~ 00-8Р-5 


‘The main cabin is provided vith nine liferaft compartments, seven removable 
compartments, and two in the aft drop ceiling. The removable liferaft com- 
partments attach to the stovage racks and to ceiling eyebolts. Bungees аге 
installed to restrict the opening speed and to aid in closing the compart~ 
ment, The compartment is locked in place by в latching mechanism which 
connects with the ceiling eyebolts. 
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LIFERAFT COMPARTHENTB - MAINTENANCE PRACTICES 


1. Qeneral 
A, Тһе main cabin has provisiong for seven removable liferaft compartments, 
which may be installed in the stowage racks along oach sido of tho airplana. 
The compartments will accommodate either the 20- or 25- man М.Гегабы 
These maintenance practicos apply to the removable liferaft compartments 


only, . M 


NOTE: A minimum of two men are required to install the compartments vith 
liferafts installed, 


2. Rewoval /Installation of Liferaft Compartment - 00-8Р-50 


А. Remove Compartment 
(1) Pull operating handle to open latches; rotate compartment downward. 


CAUTION: SUPPORT THE WEIGHT OF THE COMPARTMENT. 


(2) Remove Liferaft ir installed. 


(3) Disconnect restraining straps from bracket support fittings at outboard 
edge of stovage rack (see Figure 201, Sheet 2). 


(h) Remove cotter pin fron hinge tongue (see SECTION C of Figure 202, 
Sheet 2), m 


(5) Support weight of compartment and pull inboard until hinge tongues are 
` free fron stowage reck, Ue 


(6) Remove conpartmenf. 
B. Install Compartment I - 
(1) Hr empty liferaft compartment into position (open end of compartment 
facing inboard) and insert hinge tongues into sleeves in stowege rack 
(see Figure 201, Sheet 2). 2 ш 
(2) Insert cotter pins into hinge tongues. 
(3) Connect restraining straps to bracket support fittings. 


(0) Adjust restraining straps to allow compartment to hang downward 47 3/4 
(#1) inches above and parallel to cabin floor, 


45) Rotate compartment upvard to closed position. 
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(6) Adjuet compartment without liferart installed ов follows: 
(a) Pull hinge cover open. 
(b) Dosen thunbscrews in hinge. 
(o) Raise or lower compartment as necessary to engage ceiling lotohos, 
(d) Tighten thumbsereve, 
' (e) Слове hinge cover. 


(1) Install liferaft in compartment. 


HOPE, The liferaft must be installed so arrow will be pointing up after 
compartment is closed. 


(8) Close compartment and check that latchee are engeged. If latehes are not 


properly engaged, readjust compartment (see paragraph (6)) with liferaft 
installed, 


WARNING: ENGAGEMENT OF LATCHES MUST BE POSITIVE TO RETAIN COMPARTMENT 


ІН CLOSED POSITION. 
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LIFERAFT COMPARTMENTS - MAINTENANCE PRACTICES 


X. Genera, 


A, The main cabin has provisions for retoveble liforaft conpartuonts, which 
may be installed in the ovorhoad atowags racks along each side of tho cabin. 
The coupartments will accommodate either 20 or 25 man liferafts, ‘Tho 
Hate procedures apply to ell compertments, аа removal/ineatailation ie 
the seme, 


NOTE: Тад each coupartment location and compartment correspondingly for 
future installation purposes. Keep spacers for each compartment 
mounting attachment with compartment for future installation or 
refitting of compartment may be required, 


2. Renoval/Installation of Compartments 


A. Remove Compartment: 

(2) Unlatch, raise, and remove coapartment door. 

(2) Unfasten straps and remove liferafta (if installed). 

(3) Unfesten end panel (pork chop) festeners and remove end panels. 

(№) Remove attachments securing container to ceiling, and remove container. 
Retain spacers with container for future installation (mark spacers and 
their position ой container). 

B. Install Compartment 


(3) Position'container in overhead beg rack as marked at time of removal, 
holding spacers in place with tape at ceiling attach points. 


(2) Install attachments through container and spacers into ceiling attach 
pointe. ‘Tighten attachments, 


(3) Install end panels (pork chops), secure feateners, check celling gap. 
Gap should be approximately 3/h inch. 


{№} Adjust end panei attach brackets as required to acquire desired gap 
(see Figure 201). 


(9) Adjust both end panels alike. 


(6) Install compartment door and check for proper fairing with end panels. 
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(0) Adjust door es roquired by eliding door hinge brackets up or down to 
obtain desired fit. 


НОТЕ: Insort а piace of rod of propor longth and di neter in door header 
hinge brackets to maintain в straight alignment while adjusting 
hinges or brackets. 

` (8) Tighten adjustment sorews aftur making any adjustuonto. 

(9) Gene door and check door latch operation, 


(10) Adjust door striker plates as necessary to fair door with handrail and 
maintein positive latching, (see Figure 201), 


(11) Install liferaft in compartment and secure straps. 


(12) Chose and latch door. 
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